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Fafnir Housed Units
Flanged Units



Wide Inner Ring Ball Bearing House d Units

AK low base
AO heavy series
AS high base

C cylindrical cartridge
SA high base

R AK * 1 NT

L labyrinth seal with self-locking collar
R contact shroud seal with self-locking collar
S contact shroud seal, narrow inner ring, setscrew lock
T tri-ply shroud seal with self-locking collar
V contact shroud seal, narrow inner ring, self-locking collar
Y contact shroud seal, with wide inner ring, setscrew lock

Bore Size
inch 1⁄2" - 215⁄16"
metric 15 - 75

PT Polymer housing with TDC bearing
NT nickel plated with TDC bearing
ZT zinc plated with TDC bearing

*Options:
C concentric collar

CJ four bolt mount
CJT two bolt mount

H heavy housing
L expansion unit

TU take-up unit
M medium duty
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RCJ, TCJ, LCJ Industrial Series
Fafnir flange cartridges are used in applications where a minimum amount of
machining is to be done. Each unit is furnished assembled and ready for
mounting by  means of bolts through the flange. They use a wide inner ring
bearing, self -aligning B type, which compensates for shaft misalignment.The
RCJ flange cartridge is equipped with G-KRRB (R-Seal) wide inner ring
bearings, the TCJ with G-KPPB (Tri-Ply Seal) wide inner ring bearings, and the
LCJ with the G-KLLB (Mechani-Seal) wide inner ring bearings.

TCJ flange cartridges are identical to RCJ units except the TRI-Ply seal
bearing is used. Tri-Ply units solve the most difficult sealing problems. They are
capable of withstanding the hard usage encountered in the toughest environ-
ments of abrasive dirt and moisture – ideal for fruit, vegetable, fiber and root
harvesting equipment, food handling and processing equipment and all types of
material handling equipment – where abrasion and contamination exist.

These units are factory prelubricated, but a grease fitting is provided for
relubrication if required. All units are supplied with self-locking collars.

Contact The Torrington Company to discuss highly corrosive
applications (i.e. food processing, chemical exposure) where Fafnir TDC ®

bearings can be utilized.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

RCJ  G-KRRB Page 154

TCJ G-KPPB Page 165

LCJ G-KLLB  Page 162

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RCJ 1  3/16", TCJ 13⁄16  , POPULAR SIZES IN BOLD.

Unit
(2)

Shaft L J A 1 A E N E1 S1 D D1 Bearing Collar Housing Unit
Diam. Number (1) Number Number Wt.

in. in. in. in. in. in. in. in. in. in. in. new lbs
mm mm mm mm mm mm mm mm mm mm mm RCJ (TCJ) (old) kg

RCJ 1⁄2 G1008KRRB S1008K
RCJ 5⁄8 3 2 1⁄8 3⁄8 1 1⁄32 1 37⁄64

27⁄64
35⁄64

59⁄64 2 1⁄16 1 1⁄8 G1010KRRB S1010K T-40228 1.16
RCJ 11⁄16 76.2 54 9.5 26.2 40.1 10.7 13.9 23.4 52.4 28.6 G1011KRRB S1011K (T-16659) 0.526
RCJ 17 GE17KRRB SE17K

RCJ 3⁄4 3 3⁄8 2 1⁄2 7⁄16 1 5⁄32 1 51⁄64
27⁄64

41⁄64 1 3⁄64 2 3⁄8 1 5⁄16 G1012KRRB S1012K T-40229 1.6
RCJ 20 85.7 63.5 11.1 29.4 45.6 10.7 16.3 26.6 60.3 33.3 GE20KRRB SE20K (T-16661) 0.726

RCJ,TCJ 7⁄8 G1014KRRB (KPPB) S1014K
RCJ,TCJ 15⁄16 3 3⁄4 2 3⁄4 1⁄2 1 3⁄16 1 13⁄16

29⁄64
5⁄8 1 1⁄16 2 9⁄16 1 1⁄2 G1015KRRB (KPPB) S1015K T-40230 2.07

RCJ,TCJ 1 95.2 69.8 12.7 30.2 46 11.5 15.9 27 65.1 38.1 G1100KRRB (KPPB) S1100K (T-16663) 0.939
RCJ,TCJ 25 GE25KRRB (KPPB) SE25K

RCJ,TCJ 1 1⁄16 G1101KRRB (KPPB) S1101K
RCJ,TCJ 1 1⁄8 4 1⁄4 3 1⁄4 17⁄32 1 9⁄32 1 31⁄32 29⁄64 11⁄16 1 3⁄16 3 1 47⁄64 G1102KRRB (KPPB) S1102K T-40231 2.87
RCJ,TCJ 1 3⁄16 107.9 82.6 13.5 32.5 50 11.5 17.5 30.2 76.2 44.1 G1103KRRB (KPPB) S1103K (T-16664) 1.302
RCJ,TCJ 30 GE30KRRB (KPPB) SE30K

RCJ,TCJ 1 1⁄4 G1104KRRB (KPPB) S1104K
RCJ,TCJ 1 5⁄16 4 5⁄8 3 5⁄8 17⁄32 1 11⁄32 2 3⁄32 33⁄64 3⁄4 1 9⁄32 3 1⁄2 2 1⁄8 G1105KRRB (KPPB) S1105K T-40232 3.94
RCJ,TCJ 1 3⁄8 117.5 92.1 13.5 34.1 53.2 13.1 19 32.5 88.9 54 G1106KRRB (KPPB) S1106K (T-16617) 1.787
RCJ,TCJ 17⁄16 G1107KRRB (KPPB) S1107K
RCJ,TCJ 35 GE35KRRB (KPPB) SE35K

RCJ,TCJ 1 1⁄2 5 1⁄8 4 9⁄16 1 1⁄2 2 5⁄16
33⁄64

13⁄16 1 3⁄8 3 7⁄8 2 3⁄8 G1108KRRB (KPPB) S1108KT T-40233 5.05
RCJ,TCJ 1 9⁄16 130.2 101.6 14.3 38.1 58.7 13.1 20.6 34.9 98.4 60.3 G1109KRRB (KPPB) S1109KT (T-16666) 2.291
RCJ,TCJ 40 GE40KRRB (KPPB) SE40K

RCJ,TCJ 1 5⁄8 G1110KRRB (KPPB) S1110K
RCJ,TCJ 1 11⁄16 5 3⁄8 4 1⁄8 9⁄16 1 17⁄32 2 5⁄16

33⁄64
25⁄32 1 3⁄8 4 1⁄8 2 1⁄2 G1111KRRB (KPPB) S1111K T-40234 5.7

RCJ,TCJ 1 3⁄4 136.5 104.8 14.3 38.9 58.7 13.1 19.8 34.9 104.8 63.5 G1112KRRB (KPPB) S1112K (T-16667) 2.585
RCJ,TCJ 45 GE45KRRB (KPPB) SE45K

RCJ,TCJ 1 7⁄8 5 5⁄8 4 3⁄8 9⁄16 1 11⁄16 2 19⁄32 43⁄64 29⁄32 1 1⁄2 4 7⁄16 2 3⁄4 G1114KRRB (KPPB) S1114K T-40235 6.65
RCJ,TCJ 1 15⁄16 142.9 111.1 14.3 42.9 65.9 17.1 23 38.1 112.7 69.8 G1115KRRB (KPPB) S1115K (T-16668) 3.016
RCJ,TCJ 50 GE50KRRB (KPPB) SE50K

RCJ,TCJ 2 G1200KRRB (KPPB) S1200K
RCJ,TCJ 2 1⁄8 6 3⁄8 5 1⁄8 21⁄32 1 27⁄32 2 15⁄16 43⁄64 1 3⁄32 1 23⁄32 4 3⁄4 3 G1202KRRB (KPPB) S1202K T-40236 8.47
RCJ,TCJ 2 3⁄16 161.9 130.2 16.7 46.8 74.6 17.1 27.8 43.7 120.6 76.2 G1203KRRB (KPPB) S1203K (T-16683) 3.842
RCJ,TCJ 55 GE55KRRB (KPPB) SE55K

RCJ 2 1⁄4 G1204KRRB S1204K
RCJ 2 3⁄8 6 7⁄8 5 5⁄8 11⁄16 1 15⁄16 3 3⁄16

43⁄64 1 1⁄4 1 27⁄32 5 3⁄8 3 5⁄16 G1206KRRB S1206K T-40237 11.13
RCJ 2 7⁄16 174.6 142.9 17.5 49.2 81 17.1 31.8 46.8 136.5 84.1 G1207KRRB S1207K (T-17648) 5.048
RCJ 60 GE60KRRB SE60K

RCJ 2 11⁄16 7 3⁄8  5 7⁄8 3⁄4 2 1⁄2 3 1⁄2 41⁄64 1 1 25⁄32 6 3 13⁄16 G1211KRRB S1211K T-22530 15.18
RCJ 70 187.3 149.2 19.1 63.5 88.9 16.3 25.4 45.2 152.4 96.8 GE70KRRB SE70K (T-22270) 6.885

RCJ 2 15⁄16 7 3⁄4 6 7⁄8 2 5⁄8 3 25⁄32 25⁄32 1 1⁄32 2 5⁄32 6 3⁄8 4 G1215KRRB S1215K T-21620 18.1
RCJ 75 196.8 152.4 22.2 66.7 96 19.8 26.2 54.8 161.9 101.6 GE75KRRB SE75K (T-21620) 8.21

(1)
 Bearing number for RCJ is G-KRRB. TCJ uses G-KPPB

(2)
 Type LCJ uses G-KLLB.

Recommened shaft tolerances: 1/2"-1 15⁄16", nominal to -.0005", -.013mm;
2"-2 15⁄16", nominal to -.0010", -.025mm. RCJ, LCJ TCJ

J SQUARE

N
HOLE SIZE

L SQUARE

A

E

d

S1

D

A

1

1
E1

A

E

d

S1

D

E A

1

1
1

   FLANGE CARTRIDGES/CAST IRON   
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RCJC Industrial Series
Concentric Collar
The Fafnir RCJC flange cartridges are basically the same design as
the RCJ series except they use the concentric collar rather than the
self-locking cam collar as the shaft locking device. All RCJC units are
equipped with GC-KRRB wide inner ring, concentric collar bearings.
The spherical outside diameter of these bearings mounted in
corresponding machined housing seats provides the initial self-
alignment. Bolt hole spacing dimensions are interchangeable with
most competitive units as well as the Fafnir RCJ series.

These units are factory prelubricated, but a grease fitting is
provided for relubrication if required. Concentric collars are supplied
with all units.

Recommened shaft tolerances: 1⁄2"-1 15⁄16", nominal to -.0005", -.013mm;

2"-2 15⁄16", nominal to -.0010", -.025mm.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

RCJC GC-KRRB Page 166

J SQUARE

N
HOLE SIZE

L SQUARE

A

E

d
B

1
D

E A
1

S1

1

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RCJC 1 3⁄16"

Unit Shaft L J A 1 A E N E1 B D d1 S1 Bearing Collar Housing Unit

Diam. Number Number Number Wt.

in. in. in. in. in. in. in. in. in. in. in. in. lb
mm mm mm mm mm mm mm mm mm mm mm mm kg

RCJC 5⁄8 3 2 1⁄8 7⁄16 7⁄8 1 3⁄16 25⁄64 5⁄16 1 3⁄64 2 1⁄16 1 11⁄32 39⁄64 GC1010KRRB C203 T-27113 1.07
76.2 53.98 11.1 22.2 30.2 9.9 7.9 26.6 52.4 34.1 15.5 0.486

RCJC 3⁄4 3 3⁄8 2 1⁄2 7⁄16 1 1⁄64 1 9⁄32 25⁄64 17⁄64 1 7⁄32 2 3⁄8 1 1⁄2 47⁄64 GC1012KRRB C204 T-26605 1.42
85.7 63.5 11.1 25.8 32.5 9.9 6.7 31 60.3 38.1 18.7 0.645

RCJC 1 3 3⁄4 2 3⁄4 7⁄16 1 1⁄8 1 27⁄64
29⁄64

19⁄64 1 11⁄32 2 9⁄16 1 3⁄4 51⁄64 GC1100KRRB C205 T-26614 1.72
95.2 69.85 11.1 28.6 36.1 11.5 7.5 34.1 65.1 44.4 20.2 0.781

RCJC 1 1⁄8 4 1⁄4 3 1⁄4 1⁄2 1 3⁄16 1 35⁄64
29⁄64

23⁄64 1 15⁄32 3 2 1⁄16
57⁄64 GC1102KRRB C206 T-26630 2.5

RCJC 1 3⁄16 107.9 82.55 12.7 30.2 39.3 11.5 9.1 37.3 76.2 52.4 22.6 GC1103KRRB
RCJC 1 1⁄4 S GC1103KRRB3 1.135

RCJC 1 1⁄4 4 5⁄8 3 5⁄8 9⁄16 1 11⁄32 1 3⁄4 33⁄64
13⁄32 1 5⁄8 3 1⁄2 2 11⁄32 1 GC1104KRRB C207 T-26665 3.76

RCJC 1 3⁄8 117.5 92.08 14.3 34.1 44.4 13.1 10.3 41.3 88.9 59.5 25.4 GC1106KRRB 1.707
RCJC 1 7⁄16 GC1107KRRB

RCJC 1 1⁄2 5 1⁄8 4 11⁄16 1 19⁄32 2 1⁄64
33⁄64

27⁄64 1 47⁄64 3 7⁄8 2 11⁄16 1 5⁄64 GC1108KRRB C208 T-16666A 4.93
130.2 101.6 17.5 40.5 51.2 13.1 10.7 44.1 98.4 68.3 27.4 2.238

RCJC 1 11⁄16 5 3⁄8 4 1⁄8 11⁄16 1 5⁄8 2 3⁄32
33⁄64

15⁄32 1 27⁄32 4 1⁄8 2 7⁄8 1 5⁄32 GC1111KRRB C209 T-16667A 5.59
RCJC 1 3⁄4 136.5 104.78 17.5 41.3 53.2 13.1 11.9 46.8 104.8 73 29.4 GC1112KRRB 2.538

RCJC 1 15⁄16 5 5⁄8 4 3⁄8 5⁄8 1 21⁄32 2 5⁄32
43⁄64

1⁄2 1 29⁄32 4 7⁄16 3 1⁄8 1 3⁄16 GC1115KRRB C210 T-26700 6.16
142.9 111.12 15.9 42.1 54.8 17.1 12.7 48.4 112.7 79.4 30.2 2.797

RCJC 2 6 3⁄8 5 1⁄8 3⁄4 1 3⁄4 2 5⁄16
43⁄64

9⁄16 2 1⁄8 4 3⁄4 3 1⁄2 1 5⁄16 GC1200KRRB C211 T-26712 8.89
RCJC 2 3⁄16 161.9 130.18 19 44.4 58.7 17.1 14.3 54 120.6 88.9 33.33 GC1203KRRB 4.036

RCJC 2 7⁄16 6 7⁄8 5 5⁄8 3⁄4 1 7⁄8 2 19⁄32
41⁄64

23⁄32 2 3⁄8 5 3⁄8 3 3⁄4 1 15⁄32 GC1207KRRB C212 T-26726 10.85
174.6 142.88 19 47.6 65.9 16.3 18.3 60.3 136.5 95.2 37.3 4.926

RCJC 2 15⁄16 7 3⁄4 6 7⁄8 2 1⁄8 2 31⁄32
25⁄32

27⁄32 2 25⁄32 6 3⁄8 4 1⁄2 1 23⁄32 GC1215KRRB C215 T-27128 16.46
196.8 152.4 22.2 54 75.4 19.8 21.4 70.6 161.9 114.3 43.7 7.473

   FLANGE CARTRIDGES/CAST IRON
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YCJ Industrial
Setscrew Series
The Fafnir YCJ flange cartridges are basically the same design as the
RCJ series except they use specially designed setscrews rather than
the concentric collar  as the shaft locking device. All YCJ units are
equipped with GY-KRRB wide inner ring, setscrew bearings. The
spherical outside diameter of these bearings mounted in correspond-
ing machined housing seats provides the initial self-alignment. Bolt
hole spacing dimensions are interchangeable with most competitive
units as well as the Fafnir RCJ series.

These units are factory prelubricated, but a grease fitting is
provided for relubrication if required.

Unit Shaft L J A 1 A E B D F S1 G Bolt Bearing
Diam. Size Number

in. in. in. in. in. in. in. in. in. in. in.
mm mm mm mm mm mm mm mm mm mm mm

YCJ 1⁄2 3 2 1⁄8 3⁄8 31⁄32 1 9⁄32 1 5⁄64 2 1⁄16 0.9 5⁄8 3⁄8 GY1008KRRB
YCJ 5⁄8 76.2 54 9.5 24.6 32.5 27.4 52.4 22.86 15.9 10 GY1010KRRB
YCJ 17 GYE17KRRB

YCJ 3⁄4 3 3⁄8 2 1⁄2 7⁄16 1 3⁄32 1 15⁄32 1 7⁄32 2 3⁄8 1.085 23⁄32
3⁄8 GY1012KRRB

YCJ 20 85.7 63.5 11.1 27.8 37.3 31.0 60.3 27.56 18.3 10 GYE20KRRB

YCJ 7⁄8 GY1014KRRB
YCJ 15⁄16 3 3⁄4 2 49⁄64

1⁄2 1 1⁄8 1 17⁄32 1 11⁄32 2 9⁄16 1.332 25⁄32
3⁄8 GY1015KRRB

YCJ 1 95.2 69.8 12.7 28.6 38.9 34.1 65.1 33.88 19.8 10 GY1100KRRB
YCJ 25 GYE25KRRB

YCJ 1 1⁄8 GY1102KRRB
YCJ 1 3⁄16 4 1⁄4 3 1⁄4 17⁄32 1 3⁄16 1 21⁄32 1 1⁄2 3 1.587 7⁄8 3⁄8 GY1103KRRB
YCJ 1 1⁄4 S 107.9 82.6 13.5 30.2 42.1 38.1 76.2 40.31 22.2 10 GY1103KRRB3
YCJ 30 GYE30KRRB

YCJ 1 1⁄4 GY1104KRRB
YCJ 1 3⁄8 4 5⁄8 3 5⁄8 17⁄32 1 11⁄32 1 13⁄16 1 11⁄16 3 1⁄2 1.816 1 1⁄2 GY1106KRRB
YCJ 1 7⁄16 117.5 92.1 13.5 34.1 46 42.9 88.9 46.13 25.4 12 GY1107KRRB
YCJ 35 GYE35KRRB

YCJ 1 1⁄2 5 1⁄8 4 9⁄16 1 1⁄2 2 1⁄8 1 15⁄16 3 7⁄8 2.058 1 3⁄16 1⁄2 GY1108KRRB
YCJ 40 130.2 101.6 14.3 38.1 54 49.2 98.4 52.27 30.2 12 GYE40KRRB

YCJ 1 5⁄8 GY1110KRRB
YCJ 1 11⁄16 5 3⁄8 4 1⁄8 9⁄16 1 17⁄32 2 1⁄8 1 15⁄16 4 1⁄8 2.28 1 3⁄16

1⁄2 GY1111KRRB
YCJ 1 3⁄4 136.5 104.8 14.3 38.9 54 49.2 104.8 57.92 30.2 12 GY1112KRRB
YCJ 45 GYE45KRRB

YCJ 1 15⁄16 5 5⁄8 4 3⁄8 9⁄16 1 11⁄16 2 3⁄8 2 1⁄32 4 7⁄16 2.474 1 9⁄32
5⁄8 GY1115KRRB

YCJ 2S GY1115KRRB2
YCJ 50 142.9 111.1 14.3 42.9 64.3 51.6 112.7 62.84 32.5 16 GYE50KRRB

YCJ 2 6 3⁄8 5 1⁄8 21⁄32 1 27⁄32 2 17⁄32 2 3⁄16 4 3⁄4 2.747 1 5⁄16 5⁄8 GY1200KRRB
YCJ 2 3⁄16 161.9 130.2 16.7 46.8 64.3 55.6 120.7 69.77 33.3 16 GY1203KRRB
YCJ 55 GYE55KRRB

YCJ 2 7⁄16 6 7⁄8 5 5⁄8 11⁄16 1 15⁄16 2 29⁄32 2 9⁄16 5 3⁄8 3.011 1 9⁄16 5⁄8 GY1207KRRB
YCJ 60 174.6 142.9 17.5 49.2 73.8 65.1 136.5 76.48 39.1 16 GYE60KRRB

YCJ 2 11⁄16 7 3⁄8 5 7⁄8 3⁄4 2 1⁄2 3 5⁄32 2 3⁄4 6 3.422 1 11⁄16
5⁄8 GY1211KRRB

YCJ 70 187.3 149.2 19 63.5 80.2 69.9 152.4 86.92 42.9 16 GYE70KRRB

YCJ 2 15⁄16 7 3⁄4 6 15⁄16 2 5⁄8 3 3⁄8 3 1⁄16 6 3⁄8 3.619 1 3⁄4 3⁄4 GY1215KRRB
YCJ 75 196.8 152.4 23.8 142.9 85.7 77.8 161.9 91.92 44.4 20 GYE75KRRB

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: YCJ 1 7⁄16"

J SQUARE

G
BOLT SIZE

L SQUARE E

A

S1

F

A1

BD

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

YCJ GY-KRRB Page 167

Recommened shaft tolerances: 1⁄2"-1 15⁄16", nominal to -.0005", -.013mm;
2"-2 15⁄16", nominal to -.0010", -.025mm.

   FLANGE CARTRIDGES/CAST IRON   
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J SQUARE

N
HOLE SIZE

L SQUARE

A

E

d
B1D

A

S1

1

1

Unit Shaft L J A 1 A E N B1 D d1 S1 Bearing Collar Housing Unit
Diam. Number Number Number Wt.

in. in. in. in. in. in. in. in. in. in. in. new lbs
mm mm mm mm mm mm mm mm mm mm mm (old) kg

VCJ 1⁄2 3 2 1⁄8 3⁄8  31⁄32 1 9⁄16 27⁄64 1 1⁄8 2 1⁄16 1 1⁄8 7⁄8 GRA008RRB S1008K T-40228 1.16
VCJ 5⁄8 76.2 53.98 9.5 24.6 39.7 10.7 28.6 52.4 28.6 22.2 GRA010RRB S1010K (T-16659) 0.527
VCJ 17 GRAE17RRB SE17K

VCJ 3⁄4 3 3⁄8 2 1⁄2 7⁄16 1 3⁄32 1 11⁄16 27⁄64 1 7⁄32 2 3⁄8 1 5⁄16 59⁄64 GRA012RRB S1012K T-40229 1.44
VCJ 20 85.7 63.5 11.1 27.8 42.9 10.7 31 60.3 33.3 23.4 GRAE20RRB SE20K (T-16661A) 0.654

VCJ 7⁄8 GRA014RRB S1014K
VCJ 15⁄16 3 3⁄4 2 3⁄4 1⁄2 1 1⁄8 1 11⁄16 29⁄64 1 7⁄32 2 9⁄16 1 1⁄2 59⁄64 GRA015RRB S1015K T-40230 1.97
VCJ 1 95.2 69.85 12.7 28.6 42.9 11.5 31 65.1 38.1 23.4 GRA100RRB S1100K (T-16663A) 0.894
VCJ 25 GRAE25RRB SE25K

VCJ 1 1⁄8 GRA102RRB S1102K
VCJ 13⁄16 4 1⁄4 3 1⁄4 17⁄32 1 3⁄16 1 27⁄32 29⁄64 1 13⁄32 3 1 47⁄64 1 1⁄16 GRA103RRB S1103K T-40231 2.73
VCJ 1 1⁄4S 107.9 82.55 13.5 30.2 46.8 11.5 35.7 76.2 44.1 27 GRA103RRB2 S1103K3 (T-16664A) 1.239
VCJ 30 GRAE30RRB SE30K

VCJ 1 1⁄4 4 5⁄8 3 5⁄8 17⁄32 1 11⁄32 1 31⁄32 33⁄64 1 17⁄32 3 1⁄2 2 1⁄8 1 5⁄32 GRA104RRB S1104K T-40232 3.76
VCJ 1 3⁄8 117.5 92.08 13.5 34.1 50 13.1 38.9 88.9 54 29.4 GRA106RRB S1106K (T-16617A) 1.707
VCJ 17⁄16 GRA107RRB S1107
VCJ 35 GRAE35RRB SE35K

VCJ 1 1⁄2 5 1⁄8 4 9⁄16 1 1⁄2 2 7⁄32 33⁄64 1 23⁄32 3 7⁄8 2 3⁄8 1 9⁄32 GRA108RRB S1108KT T-40233 4.79
VCJ 40 130.2 101.6 14.3 38.1 56.4 13.1 43.7 98.4 60.3 32.5 GRAE40RRB SE40K (T-16666A) 2.175

VCJ 1 5⁄8 GRA110RRB S1110K
VCJ 111⁄16 5 3⁄8 4 1⁄8 9⁄16 1 17⁄32 2 7⁄32 33⁄64 1 23⁄32 4 1⁄8 2 1⁄2 1 9⁄32 GRA111RRB S1111K T-40234 5.37
VCJ 1 3⁄4 136.5 104.78 14.3 38.9 56.4 13.1 43.7 104.8 63.5 32.5 GRA112RRB S1112K (T-16667A) 2.438
VCJ 45 GRAE45RRB SE45K

VCJ 1 7⁄8 GRA114RRB S1114K
VCJ 115⁄16 5 5⁄8 4 3⁄8 9⁄16 1 11⁄16 2 3⁄8 43⁄64 1 23⁄32 4 7⁄16 2 3⁄4 1 9⁄32 GRA115RRB S1115K T-40235 6.14
VCJ 2S 142.9 111.12 14.3 42.9 60.3 17.1 43.7 112.7 69.8 32.5 GRA115RRB2 S1115K2 (T-16668A) 2.788
VCJ 50 GRAE50RRB SE50K

VCJ 2 6 3⁄8 5 1⁄8 21⁄32 1 27⁄32 2 35⁄64 43⁄64 1 29⁄32 4 3⁄4 3 1 7⁄16 GRA200RRB S1200K T-402236 7.2
VCJ 23⁄16 161.9 130.18 16.7 46.8 64.7 17.1 48.4 120.6 76.2 36.5 GRA203RRB S1203K (T-16683A) 3.269
VCJ 55 GRAE55RRB SE55K

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: VCJ 1", POPULAR SIZES IN BOLD.

VCJ Standard Series
The Fafnir VCJ flange cartridges are furnished assembled and ready for
mounting by means of four bolts through the flange. VCJ Series are
ideal for applications where  minimum machining is to be done. The
units are assembled with GRA-RRB bearings with positive contact land-
riding seals, and self locking collars. These units are factory
prelubricated, but a grease fitting is provided for relubrication if required.

Recommended shaft tolerances: 1⁄2"-1 15⁄16", nominal to -.0005", -.013mm;
2"-2 3⁄16", nominal to -.0010",  -.025mm.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

VCJ GRA-RRB Page 157

   FLANGE CARTRIDGES/CAST IRON
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SCJ Standard Series
The Fafnir SCJ flange cartridges are furnished assembled and ready
for mounting by means of four bolts through the flange. SCJ Series
are ideal for applications where  minimum shaft length is required. The
units are assembled with GYA-RRB bearings with positive contact
land-riding seals, and setscrew  locking. These units are factory
prelubricated, but a grease fitting is provided for relubrication if
required.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

SCJ GYA-RRB Page 159 A

F
BD

A

E

S

E

1

1

N
HOLE SIZE

L SQUARE

J SQUARE

Unit Shaft L J A 1 A E N B D F S1 Bearing Housing Unit

Diam. Number Number Wt.

in. in. in. in. in. in. in. in. in. in. in. lbs
mm mm mm mm mm mm mm mm mm mm mm kg

SCJ 1⁄2 3 2 1⁄8 7⁄16 45⁄64 1 33⁄64 15⁄16 2 1⁄16 31⁄32 5⁄8 GYA008RRB T-40124 1.03
SCJ 5⁄8 76.2 53.98 11.1 17.9 25.4 13.1 23.8 52.4 24.6 15.9 GYA010RRB 0.47
SCJ 17 GYAE17RRB

SCJ 3⁄4 3 3⁄8 2 1⁄2 7⁄16 3⁄4 1 1⁄8 27⁄64 1 1⁄16 2 3⁄8 1 9⁄64 23⁄32 GYA012RRB T-40126 1.14
SCJ 20 85.7 63.5 11.1 19 28.6 10.7 27 60.3 29 18.3 GYAE20RRB 0.52

SCJ 7⁄8 GYA014RRB
SCJ 15⁄16 3 3⁄4 2 3⁄4 17⁄32 25⁄32 1 11⁄64 29⁄64 1 7⁄64 2 9⁄16 1 21⁄64 49⁄64 GYA015RRB T-40128 1.5
SCJ 1 95.2 69.85 13.5 19.8 29.8 11.5 28.2 65.1 33.7 19.4 GYA100RRB 0.68
SCJ 25 GYAE25RRB

SCJ 1 1⁄8 GYA102RRB
SCJ 1 3⁄16 4 1⁄4 3 1⁄4 9⁄16 27⁄32 1 11⁄32 29⁄64 1 9⁄32 3 1 37⁄64 29⁄32 GYA103RRB T-40130 2.62
SCJ 1 1⁄4S 107.9 82.55 14.3 21.4 34.1 11.5 32.5 76.2 40.1 23 GYA103RRB2 1.19
SCJ 30 GYAE30RRB

SCJ 1 1⁄4 GYA104RRB
SCJ 1 3⁄8 4 5⁄8 3 5⁄8 19⁄32 31⁄32 1 1⁄2 33⁄64 1 7⁄16 3 1⁄2 1 27⁄32 1 1⁄64 GYA106RRB T-40132 2.98
SCJ 1 7⁄16 117.5 92.08 15.1 24.6 38.1 13.1 36.5 88.9 46.8 25.8 GYA107RRB 1.35
SCJ 35 GYAE35RRB

SCJ 1 1⁄2 5 1⁄8 4 5⁄8 1 1⁄32 1 39⁄64 33⁄64 1 35⁄64 3 7⁄8 2 1⁄16 1 3⁄32 GYA108RRB T-40134 4.63
SCJ 40 130.2 101.6 15.9 26.2 40.9 13.1 39.3 98.4 52.4 27.8 GYAE40RRB 2.1

SCJ 1 5⁄8 GYA110RRB
SCJ 1 11⁄16 5 3⁄8 4 1⁄8 5⁄8 1 1⁄8 1 23⁄32 33⁄64 1 21⁄32 4 1⁄8 2 9⁄32 1 1⁄8 GYA111RRB T-40164 4.94
SCJ 1 3⁄4 136.5 104.78 15.9 28.6 43.6 13.1 42.1 104.8 57.9 28.6 GYA112RRB 2.24
SCJ 45 GYAE45RRB

SCJ 1 15⁄16 5 5⁄8 4 3⁄8 21⁄32 1 1⁄8 1 13⁄16 43⁄64 1 3⁄4 4 7⁄16 2 15⁄32 1 7⁄32 GYA115RRB T-40166 5.63
SCJ 2 S 142.9 111.12 16.7 28.6 46 17.1 44.4 112.7 62.6 30.9 GYA115RRB2 2.55
SCJ 50 GYAE50RRB

SCJ 2 6 3⁄8 5 1⁄8 23⁄32 1 7⁄32 1 57⁄64 43⁄64 1 53⁄64 4 3⁄4 2 3⁄4 1 1⁄4 GYA200RRB T-40168 6.53
SCJ 2 3⁄16 161.9 130.18 18.2 30.9 48 17.1 46.4 120.6 69.8 31.7 GYA203RRB 2.96
SCJ 55 GYAE55RRB

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: SCJ 1", POPULAR SIZES IN BOLD.

   FLANGE CARTRIDGES/CAST IRON   
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RCJO, LCJO
Heavy Series
The Fafnir RCJO and LCJO type heavy series flange cartridges are
similar in design to the standard series. They are ideal for applica-
tions where  minimum machining is to be done and are supplied
completely assembled, being mounted in place by means of bolts
through the flange.

RCJO units are assembled with GN-KRRB (R-Seal) wide inner
ring bearings, and LCJO units are equipped with GN-KLLB wide inner
ring bearings. These units are factory prelubricated, but a grease
fitting is provided for relubrication if required. Units are supplied with
self-locking collars and are dimensionally interchangeable.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

RCJO GN-KRRB Page 155

LCJO GN-KLLB Page 164

Recommended shaft tolerances: 1 3⁄16"-1 15⁄16", nominal to -.0005", -.013mm;
2"-3 15⁄16", nominal to -.0010", -.025mm.

J SQUARE

N
HOLE SIZE

L SQUARE

A

E

dD

E A

1

1

S1

1

Unit Shaft L J A 1 A E N E1 S1 D d1 Bolt Bearing Collar Housing Unit
Diam. Size Number Number Number Wt.

in. in. in. in. in. in. in. in. in. in. in. in. lbs
mm mm mm mm mm mm mm mm mm mm mm kg

RCJO 1 3⁄16 4 3⁄4 3 5⁄8 9⁄16 1 1⁄2 2 3⁄32
9⁄16

19⁄32 1 9⁄32 3 13⁄16 1 15⁄16
1⁄2 GN103KRRB SN103K T-19165 4.0

120.6 92.08 14.3 38.1 53.2 14.3 15.1 32.5 96.8 49.2 12.7 1.816

RCJO 1 7⁄16 5 1⁄8 4 5⁄8 1 19⁄32 2 5⁄32
9⁄16

9⁄16 1 5⁄16 4 1⁄8 2 3⁄16
1⁄2 GN107KRRB SN107 T-19167 5.50

130.2 101.6 15.9 40.5 54.8 14.3 14.3 33.3 104.8 58.7 12.7 2.497

RCJO 1 1⁄2 5 3⁄8 4 1⁄8 5⁄8 1 3⁄4 2 3⁄8 5⁄8 5⁄8 1 15⁄32 4 1⁄2 2 1⁄2 9⁄16 GN108KRRB SN108K T-19169 6.90
136.5 104.78 15.9 44.4 60.3 15.9 15.9 37.3 114.3 63.5 14.3 3.133

RCJO 1 11⁄16 5 5⁄8 4 3⁄8 11⁄16 1 27⁄32 2 7⁄16 5⁄8 19⁄32 1 17⁄32 4 7⁄8 2 3⁄4 9⁄16 GN111KRRB SN111K T-19171 7.87
142.9 111.12 17.5 46.8 61.9 15.9 15.1 38.9 123.8 69.8 14.3 3.573

RCJO 1 15⁄16 6 1⁄2 5 1⁄8 11⁄16 2 3⁄32 2 3⁄4 11⁄16 21⁄32 1 21⁄32 5 9⁄16 3 5⁄8 GN115KRRB SN115K T-19173 11.42
165.1 130.18 17.5 53.2 69.8 17.5 16.7 42.1 141.3 76.2 15.9 5.185

RCJO 2 3⁄16 7 5 5⁄8 11⁄16 2 5⁄16 3 11⁄16 11⁄16 1 25⁄32 6 1⁄16 3 1⁄4 5⁄8 GN203KRRB SN203K T-19175 14.15
177.8 142.88 17.5 58.7 76.2 17.5 17.5 45.2 154 82.6 15.9 6.424

RCJO 2 7⁄16 7 1⁄2 5 7⁄8 3⁄4 2 9⁄16 3 5⁄16 13⁄16 3⁄4 1 29⁄32 6 5⁄16 3 1⁄2 3⁄4 GN207KRRB SN207K T-19177 16.32
190.5 149.22 19 65.1 84.1 20.6 19 48.4 160.3 88.9 19 7.409

RCJO 2 11⁄16 8 7⁄8 7 7⁄8 2 27⁄32 3 11⁄16 15⁄16 27⁄32 2 5⁄32 7 5⁄16 4 7⁄8 GN211KRRB SO211K T-19179 21.0
225.4 177.8 22.2 72.2 93.7 23.8 21.4 54.8 185.7 101.6 22.2 9.534

RCJO 2 15⁄16 9 1⁄8 7 1⁄4 7⁄8 3 1⁄16 4 1⁄8 15⁄16 1 1⁄16 2 15⁄32 7 13⁄16 4 7⁄16 7⁄8 GN215KRRB SN215K T-19181 31.12
231.8 184.15 22.2 77.8 104.8 23.8 27 62.7 198.4 112.7 22.2 14.128

RCJO 3 7⁄16 11 8 1⁄2 1 1⁄8 3 5⁄16 4 3⁄4 1 1⁄16 1 7⁄16 2 29⁄32 9 5 13⁄64 1 GN307KRRB SN307K T-24475 47.3
279.4 215.9 28.6 84.1 120.6 27 36.5 73.8 228.6 132.2 25.4 21.474

RCJO 3 15⁄16 12 1⁄2 9 1⁄2 1 1⁄4 3 13⁄16 5 1⁄4 1 3⁄16 1 7⁄16 3 3⁄32 10 1⁄2 5 47⁄64 1 1⁄8 GN315KRRB SN315K T-24477 67.5
317.5 241.3 31.8 96.8 133.4 30.2 36.5 78.6 266.7 145.7 28.6 30.645

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RCJO 1 7⁄16", LCJO 1 11⁄16"

   FLANGE CARTRIDGES/CAST IRON
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Unit Shaft L J A1 A E B D F S1 Bolt Bearing
Dia. Number

in. in. in. in. in. in. in. in. in. in. in.
mm mm mm mm mm mm mm mm mm mm

YCJM 1 4 1⁄4 3 1⁄4 17⁄32 1 3⁄16 1 21⁄32 1 1⁄2 3 1.587  7⁄8 3⁄8 GYM1100KRRB
107.9 82.6 13.5 30.2 42.1 38.1 76.2 40.31 22.2 10

YCJM 1 3⁄16 4 5⁄8 3 5⁄8 17⁄32 1 11⁄32 1 13⁄16 1 11⁄16 3 1⁄2 1.816 1 1⁄2 GYM1103KRRB
117.5 92.1 13.5 34.1 46.0 42.9 88.9 46.13 25.4 12

YCJM 1 7⁄16 5 1⁄8 4 9⁄16 1 1⁄2 2 1⁄8 1 15⁄16 3 7⁄8 2.058 1 3⁄16 1⁄2 GYM1107KRRB
130.2 101.6 14.8 38.1 54.0 49.2 98.4 52.27 30.2 12

YCJM 11⁄2 5 3⁄8 4 1⁄8 9⁄16 1 17⁄32 2 1⁄8 1 15⁄16 4 1⁄8 2.28 1 3⁄16 1⁄2 GYM1108KRRB
136.5 104.8 14.3 38.9 54.0 49.2 104.8 57.92 30.2 12

YCJM 1 11⁄16 5 5⁄8 4 3⁄8 9⁄16 1 11⁄16 2 3⁄8 2 1⁄32 4 7⁄16 2.474 1 9⁄32
5⁄8 GYM1111KRRB

YCJM 1 3⁄4 142.9 111.1 14.3 42.9 60.3 51.6 112.7 62.84 32.5 16 GYM1112KRRB

YCJM 1 15⁄16 6 3⁄8 5 1⁄8 21⁄32 1 27⁄32 2 17⁄32 2 3⁄16 4 3⁄4 2.747 1 15⁄16
5⁄8 GYM1115KRRB

YCJM 2 161.9 130.2 16.7 46.8 64.3 55.6 120.7 69.77 33.3 16 GY1200KRRB

YCJM 2 3⁄16 6 7⁄8 5 5⁄8 11⁄16 1 15⁄16 2 29⁄32 2 9⁄16 5 3⁄8 3.011 1 9⁄16
5⁄8 GYM1203KRRB

YCJM 2 1⁄4 174.6 142.9 17.5 49.2 73.8 65.1 136.5 76.48 39.1 16 GY1204KRRB

YCJM 2 7⁄16 7 3⁄8 5 7⁄8  3⁄4 2 1⁄2 3 5⁄32 2 3⁄4 6 3.422 1 11⁄16
5⁄8 GYM1207KRRB

YCJM 2 1⁄2 187.3 149.2 19.0 63.5 80.2 69.9 152.4 86.92 42.9 16 GYM1208KRRB

YCJM 2 11⁄16 7 3⁄4 6 7⁄8 2 5⁄8 3 3⁄8 3 1⁄16 6 3⁄8 3.619 1 3⁄4 3⁄4 GYM1211KRRB
196.8 152.4 22.2 142.9 85.7 77.8 161.9 91.92 44.4 20

YCJM 2 15⁄16 7 3⁄4 6 7⁄8 2 5⁄8 3 1⁄2 3 1⁄16 7 1⁄16 3.619 1 3⁄4 3⁄4 GYM1215KRRB
YCJM 3 196.8 152.4 22.2 142.9 88.9 77.8 179.4 91.92 44.4 20 GYM1300KRRB

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: YCJM 1 7⁄16"

Recommended shaft tolerances: 1" - 1 15⁄16", nominal to -.0005" ( -.013mm)
2" - 3", nominal to -.0010" ( -.025mm)

YCJM Medium Duty
Series Setscrew Lock
The YCJM medium-duty, four bolt flanged cartridges feature
Fafnir’s GYM-KRRB bearing inserts. These units are ideal for
conveyor, fan and blower, sawmill, and feed and grain handling
applications.

The durable, cast iron housings are powder paint coated,
and maintain an excellent finish while resisting corrosion,
chemical and weather exposure. Fafnir’s industrial-duty flanged
cartridges incorporate premium features designed to extend
bearing life and will replace competitive designs.

J SQUARE

G
BOLT SIZE

L SQUARE E

A

S1

F

A1

BD

BOLT
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Unit Shaft H J L A E B A1 F S1 Bolt Bearing
Dia. G Number

in. in. in. in. in. in. in. in. in. in. in.
mm mm mm mm mm mm mm mm mm mm

YCJTM 1 5 9⁄16 4 19⁄32 3 1⁄8 1 1⁄4 1 21⁄32 1 1⁄2 17⁄32 1.587  7⁄8 3⁄8 GYM1100KRRB
141.3 116.7 79.5 31.8 42.1 38.1 13.5 40.31 22.2 10

YCJTM 1 3⁄16 6 1⁄8 5 1⁄8 3 5⁄8 1 11⁄32 1 13⁄16 1 11⁄16
15⁄32 1.816 1 1⁄2 GYM1103KRRB

155.6 130.2 92.1 34.1 46.0 42.9 11.9 46.13 25.4 12

YCJTM 1 7⁄16 6 3⁄4 5 21⁄32 4 1⁄8 1 1⁄2 2 1⁄8 1 15⁄16
1⁄2 2.058 1 3⁄16

1⁄2 GYM1107KRRB
171.5 143.7 104.8 38.1 54.0 49.2 12.7 52.27 30.2 12

YCJTM 1 1⁄2 7 1⁄16 5 27⁄32  4 3⁄8 1 17⁄32 2 1⁄8 1 15⁄16
1⁄2 2.28 1 3⁄16

1⁄2 GYM1108KRRB
179.4 148.4 111.1 38.9 54.0 49.2 12.7 57.92 30.2 12

YCJTM 1 11⁄16 7 7⁄16 6 3⁄16 4 9⁄16 1 11⁄16 2 3⁄8 2 1⁄32 1⁄2 2.474 1 9⁄32 5⁄8 GYM1111KRRB
YCJTM 1 3⁄4 188.9 157.2 115.9 42.9 60.3 51.6 12.7 62.84 32.5 16 GYM1112KRRB

YCJTM 1 15⁄16 8 1⁄2 7 1⁄4 5 1 27⁄32 2 17⁄32 2 3⁄16  21⁄32 2.747 1 15⁄16 5⁄8 GYM1115KRRB
YCJTM 2 215.9 184.2 127.0 46.8 64.3 55.6 16.7 69.77 33.3 16 GY1200KRRB

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: YCJM 1 7⁄16"

Recommended shaft tolerances: 1" - 1 15⁄16", nominal to -.0005" ( -.013mm)
2" - 3", nominal to -.0010" ( -.025mm)

YCJTM Medium Duty
Series Setscrew Lock
The YCJTM medium-duty, two-bolt flanged cartridges feature
Fafnir’s GYM-KRRB bearing inserts. These units are ideal for
conveyor, fan and blower, sawmill, and feed and grain handling
applications.

The durable, cast iron housings are powder paint coated,
and maintain an excellent finish while resisting corrosion,
chemical and weather exposure. Fafnir’s industrial-duty flanged
cartridges units incorporate premium features designed to
extend bearing life and will replace competitive designs.

E
A

A1

B
F

S1G
BOLT SIZE

L

H J
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Bearing Data

Unit Bearing Number Dimensions and Load Ratings

RCJT G-KRRB Page 154

TCJT G-KPPB Page 165

LCJT G-KLLB Page 162

N
HOLE SIZE

L

H J

A

E

d

A
1

1

Unit Shaft H J L A N E A 1 d1 Bearing Collar Housing Unit
Diam. Number Number Number Wt.

in. in. in. in. in. in. in. in. in. new lbs
mm mm mm mm mm mm mm mm mm RCJT TCJT (old) kg

RCJT 1⁄2 G1008KRRB — S1008K
RCJT 5⁄8 3 7⁄8 3 2 1⁄8 31⁄32 27⁄64 1 37⁄64 13⁄32 1 1⁄8 G1010KRRB — S1010K T-40219 1.30
RCJT 11⁄16 98.4 76.2 54.0 24.6 10.7 40.1 10.3 28.6 G1011KRRB — S1011K 0.590
RCJT 17 GE17KRRB — SE17K

RCJT 3⁄4 4 13⁄32 3 17⁄32 2 3⁄8 1 3⁄32
27⁄64 1 51⁄64

7⁄16 1 5⁄16 G1012KRRB — S1012K T-40220 1.30
RCJT 20 111.9 89.7 60.5 27.8 10.7 45.6 11.1 33.3 GE20KRRB — SE20K 0.590

RCJT,TCJT 13⁄16 G1013KRRB G1013KPPB3 S1013K
RCJT,TCJT 7⁄8 4 7⁄8 3 29⁄32 2 3⁄4 1 1⁄8 29⁄64 1 25⁄32

7⁄16 1 1⁄2 G1014KRRB G1014KPPB3 S1014K T-40221 1.73
RCJT,TCJT 15⁄16 123.8 99.2 69.8 28.6 11.5 45.2 11.1 38.1 G1015KRRB G1015KPPB3 S1015K (T-21412P) 0.785
RCJT,TCJT 1 G1100KRRB G1100KPPB3 S1100K
RCJT,TCJT 25 GE25KRRB GE25KPPB3 SE25K

RCJT,TCJT 1 1⁄16 G1101KRRB G1101KPPB3 S1101K
RCJT,TCJT 1 1⁄8 5 9⁄16 4 19⁄32 3 1⁄8 1 1⁄4 29⁄64 1 31⁄32

15⁄32 1 47⁄64 G1102KRRB G1102KPPB3 S1102K T-40222 2.40
RCJT,TCJT 1 3⁄16 141.3 116.7 79.4 31.8 11.5 50 11.9 44.1 G1103KRRB G1103KPPB3 S1103K (T-21548P) 1.09
TCJT 1 1⁄4S         — G1103KPPB4 S1103K3
RCJT,TCJT 30 GE30KRRB GE30KPPB3 SE30K

RCJT,TCJT 1 1⁄4 G1104KRRB G1104KPPB2 S1104K
(1)

RCJT,TCJT 1 5⁄16 6 1⁄8 5 1⁄8 3 5⁄8 1 11⁄32
33⁄64 2 3⁄32

15⁄32 2 1⁄8 G1105KRRB G1105KPPB2 S1105K
(1)

T-40223 3.18
RCJT,TCJT 1 3⁄8 155.6 130.2 92.1 34.1 13.1 53.2 11.9 54 G1106KRRB G1106KPPB2 S1106K

(1)
(T-21414) 1.444

RCJT,TCJT 1 7⁄16 G1107KRRB G1107KPPB2 S1107K
(1)

RCJT,TCJT 35 GE35KRRB GE35KPPB2 SE35K

RCJT,TCJT 1 1⁄2 6 3⁄4 5 21⁄32 4 1⁄8 1 1⁄2 33⁄64 2 5⁄16
1⁄2 2 3⁄8 G1108KRRB G1108KPPB3 S1108KT T-40224 4.83

RCJT,TCJT 1 9⁄16 171.4 143.6 104.7 38.1 13.1 58.7 12.7 60.3         — G1109KPPB3 S1109KT (T-22529) 2.193
RCJT,TCJT 40 GE40KRRB GE40KPPB3 SE40K

RCJT,TCJT 1 5⁄8 G1110KRRB G1110KPPB4 S1110K
RCJT,TCJT 1 11⁄16 7 1⁄16 5 53⁄64 4 3⁄8 1 17⁄32

33⁄64 2 5⁄16
1⁄2 2 1⁄2 G1111KRRB G1111KPPB4 S1111K T-40225 5.24

RCJT,TCJT 1 3⁄4 179.4 148 111.1 38.9 13.1 58.7 12.7 63.5 G1112KRRB G1112KPPB4 S1112K (T-21416) 2.379
RCJT,TCJT 45 GE45KRRB GE45KPPB4 SE45K

RCJT,TCJT 1 7⁄8 7 7⁄16 6 3⁄16 4 9⁄16 1 11⁄16
43⁄64 2 19⁄32

1⁄2 2 3⁄4 G1114KRRB G1114KPPB3 S1114K T-40226 6
RCJT,TCJT 1 15⁄16 188.9 157.2 115.9 42.9 17.1 65.7 12.7 69.9 G1115KRRB G1115KPPB3 S1115K (T-21418) 2.724
RCJT,TCJT 50 GE50KRRB GE50KPPB3 SE50K

RCJT,TCJT 2 G1200KRRB G1200KPPB4 S1200K
RCJT,TCJT 2 1⁄8 8 1⁄2 7 1⁄4 5 1 27⁄32

43⁄64 2 15⁄16
21⁄32 3 G1202KRRB G1202KPPB4 S1202K T-40227 8.08

RCJT,TCJT 2 3⁄16 215.9 184.1 127 46.8 17.1 74.6 16.7 76.2 G1203KRRB G1203KPPB4 S1203K (T-23788) 3.668
RCJT,TCJT 55 GE55KRRB GE55KPPB4 SE55K

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RCJT 1 3⁄16",TCJT 1 3⁄16 ; POPULAR SIZES IN BOLD.

Fafnir RCJT, TCJT, and LCJT flange cartridges are basically the same
design as the RCJ, TCJ, and LCJ types except they have two bolt holes
instead of four. They are designed chiefly to fill the need for applications
where the mounting area is restricted.

The RCJT flange cartridge is equipped with G-KRRB (R-Seal) wide
inner ring bearings, the TCJT with G-KPPB (Tri-Ply Seal) wide inner ring
bearings, and the LCJT with the G-KLLB (Mechani-Seal) wide inner ring
bearings.

These units are factory prelubricated, but a grease fitting is
provided for relubrication if required. All units are supplied with self-
locking collars.

Contact The Torrington Company to discuss highly corrosive
applications (i.e. food processing, chemical exposure) where Fafnir
TDC® bearings can be utilized.

Recommended shaft tolerances: 1⁄2"-1 15⁄16", nominal to -.0005", -.013mm;
2"-2 3/16", nominal to -.0010", -.025mm.

RCJT, TCJT, LCJT
Industrial Series

   FLANGE CARTRIDGES/CAST IRON   

(1)
 Add C1 suffix to collar numbers for G...KPPB2 bearings (TCJT).
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RCJTC Industrial Series
Concentric Collar
The Fafnir RCJTC flange cartridges are basically the same design as
the RCJT series except they use the concentric collar rather than the
self-locking eccentric collar as the shaft locking device. All RCJTC
units are equipped with GC-KRRB wide inner ring, concentric collar
bearings. The spherical outside diameter of these bearings mounted
in corresponding machined housing seats provides the initial self-
alignment. Bolt hole spacing dimensions are interchangeable with
most competitive units as well as the Fafnir RCJT series.

These units are factory prelubricated, but a grease fitting is pro-
vided for relubrication if required. All units are supplied with concen-
tric collars.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

RCJTC GC-KRRB Page 166

Recommended shaft tolerances: 1⁄2"-1 15⁄16", nominal to -.0005", -.013mm
All units have 1⁄4- 28 grease fittings.

N
HOLE SIZE

L

H J

S1

A

E

d1

A
1

Unit Shaft H J L A E N A 1 d1 S1 Bearing Collar Housing Unit
Diam. Number Number Number Wt.

in. in. in. in. in. in. in. in. in. in. new lbs
mm mm mm mm mm mm mm mm mm mm (old) kg

RCJTC 5⁄8 3 7⁄8 3 2 3⁄8 1 3⁄32 1 3⁄32 25⁄64 21⁄64 1 11⁄32 39⁄64 GC1010KRRB C203 T-27181 0.81
98.4 76.2 60.3 27.8 32.1 9.9 8.3 34.1 15.5 0.368

RCJTC 3⁄4 4 13⁄32 3 17⁄32 2 3⁄8 31⁄32 1 9⁄32 25⁄64 7⁄16 1 1⁄2 47⁄64 GC1012KRRB C204 T-27183 1.2
111.9 89.7 60.3 24.6 32.5 9.9 11.1 38.1 18.7 0.545

RCJTC 1 4 7⁄8 3 57⁄64 2 3⁄4 1 1⁄32 1 7⁄16 15⁄32 17⁄32 1 3⁄4 51⁄64 GC1100KRRB C205 T-27200 1.58
123.8 98.81 69.8 26.2 36.5 11.9 13.5 44.4 20.2 0.717

RCJTC 1 1⁄8 5 9⁄16 4 19⁄32 3 3⁄16 1 1⁄8 1 9⁄16 29⁄64 17⁄32 2 1⁄16 57⁄64 GC1102KRRB C206 T-27197 2.28
RCJTC 1 3⁄16 141.3 116.7 81 28.6 39.7 11.5 13.5 52.4 22.6 GC1103KRRB 1.035
RCJTC 1 1⁄4S GC1103KRRB3

RCJTC 1 1⁄4 6 1⁄8 5 1⁄8 3 5⁄8 1 11⁄32 1 3⁄4 33⁄64 9⁄16 2 11⁄32 1 GC1104KRRB C207 T-27263 3.30
RCJTC 1 3⁄8 155.6 130.2 92.1 34.1 44.4 13.1 14.3 59.5 25.4 GC1106KRRB 1.498
RCJTC 1 7⁄16 GC1107KRRB

RCJTC 1 11⁄16 7 1⁄16 5 27⁄32 4 3⁄8 1 27⁄64 2 3⁄64 33⁄64 9⁄16 2 7⁄8 1 5⁄32 GC1111KRRB C209 T-28537 4.62
179.4 148.4 111.1 36.1 52 13.1 14.3 73 29.4 2.097

RCJTC 1 15⁄16 7 7⁄16 6 3⁄16 4 9⁄16 1 9⁄16 2 5⁄32 43⁄64 9⁄16 3 1⁄8 1 3⁄16 GC1115KRRB C210 T-27286 5.50
188.9 157.2 115.9 39.7 54.8 17.1 14.3 79.4 30.2 2.497

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RCJTC 1 3/16"

   FLANGE CARTRIDGES/CAST IRON
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VCJT Standard Series
The Fafnir VCJT flange cartridges are basically the same in design and
outstanding features as the VCJ types except that they have two bolt
holes instead of four. This allows for mounting in restricted areas. The
units are assembled with GRA-RRB bearings with positive contact land-
riding seals, and self locking collars. These units are factory
prelubricated, but a grease fitting is provided for relubrication if required.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

VCJT GRA-RRB Page 157

Recommended shaft tolerances: 1⁄2"-1 15⁄16", nominal to -.0005", -.013mm;

2"-2 3⁄16", nominal to -.0010", -.025mm.

N
HOLE SIZE

L

H J

A

E

d
B1

A

S

1

1

1

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: VCJT 1"; POPULAR SIZES IN BOLD.

Unit Shaft H J L A E N B 1 A1 d1 S1 Bearing Collar Housing Unit
Diam. Number Number Number Wt.

in. in. in. in. in. in. in. in. in. in. in. new lbs
mm mm mm mm mm mm mm mm mm mm mm (old) kg

VCJT 1⁄2 3 7⁄8 3 2 1⁄8 31⁄32 1 17⁄32
27⁄64 1 1⁄8 13⁄32 1 7⁄64

7⁄8 GRA008RRB S1008K T-22244P 1.3
VCJT 5⁄8 98.4 76.2 53.9 24.6 38.9 10.7 28.6 10.3 28.2 22.2 GRA010RRB S1010K 0.59
VCJT 17 GRAE17RRB SE17K

VCJT 3⁄4 4 13⁄32 3 17⁄32 2 3⁄8 1 3⁄32 1 43⁄64 25⁄64 1 7⁄32 7⁄16 1 19⁄64 59⁄64 GRA012RRB S1012K T-21409P 1.44
VCJT 20 111.9 89.7 60.3 27.8 42.5 9.9 31 11.1 32.9 23.4 GRAE20RRB SE20K 0.518

VCJT 7⁄8 GRA014RRB S1014K
VCJT 15⁄16 4 7⁄8 3 29⁄32 2 3⁄4 1 1⁄8 1 43⁄64 29⁄64 1 7⁄32 7⁄16 1 31⁄64 59⁄64 GRA015RRB S1015K T-21412P 1.63
VCJT 1 123.8 99.2 69.8 28.6 42.5 11.5 31 11.1 37.7 23.4 GRA100RRB S1100K 0.74
VCJT 25 GRAE25RRB SE25K

VCJT 1 1⁄8 GRA102RRB S1102K
VCJT 1 3⁄16 5 9⁄16 4 19⁄32 3 1⁄8 1 3⁄16 1 53⁄64 29⁄64 1 13⁄32 15⁄32 1 47⁄64 1 1⁄16 GRA103RRB S1103K T-21548P 2.26
VCJT 1 1⁄4S 141.3 116.7 79.4 30.2 46.4 11.5 35.7 11.9 44.1 27 GRA103RRB2 S1103K3 1.026
VCJT 30 GRAE30RRB SE30K

VCJT 1 1⁄4 GRA104RRB S1104K T-40223 3
VCJT 1 3⁄8 6 1⁄8 5 1⁄8 3 5⁄8 1 11⁄32 1 31⁄32 33⁄64 1 17⁄32 15⁄32 2 1⁄8 1 5⁄32 GRA106RRB S1106K
VCJT 1 7⁄16 155.6 130.2 92.1 34.1 50 13.1 38.9 11.9 54 29.4 GRA107RRB S1107K (T-21414) 1.362
VCJT 35 GRAE35RRB SE35K

VCJT 1 1⁄2 6 3⁄4 5 21⁄32 4 1⁄8 1 1⁄2 2 7⁄32 33⁄64 1 23⁄32 1⁄2 2 23⁄64 1 9⁄32 GRA108RRB S1108KT T-40224 4.57
VCJT 40 171.4 143.6 104.7 38.1 56.4 13.1 43.7 12.7 59.9 32.5 GRAE40RRB SE40K (T-22529) 2.075

VCJT 1 5⁄8 GRA110RRB S1110K
VCJT 1 11⁄16 7 1⁄16 5 53⁄64 4 3⁄8 1 17⁄32 2 7⁄32 33⁄64 1 23⁄32 1⁄2 2 31⁄64 1 9⁄32 GRA111RRB S1111K T-40225 4.91
VCJT 1 3⁄4 179.4 148.0 111.1 38.9 56.4 13.1 43.7 12.7 63.1 32.5 GRA112RRB S1112K (T-21416) 2.229
VCJT 45 GRAE45RRB SE45K

VCJT 1 7⁄8 GRA114RRB S1114K
VCJT 1 15⁄16 7 7⁄16 6 3⁄16 4 9⁄16 1 11⁄16 2 3⁄8 43⁄64 1 23⁄32 1⁄2 2 47⁄64 1 9⁄32 GRA115RRB S1115K T-40226 5.49
VCJT 2S 188.9 157.2 115.8 42.9 60.3 17.1 43.7 12.7 69.5 32.5 GRA115RRB2 S1115K2 (T-21418) 2.492
VCJT 50 GRAE50RRB SE50K

VCJT 2 8 1⁄2 7 1⁄4 5 1 27⁄32 2 21⁄32 43⁄64 1 29⁄32 21⁄32 2 63⁄64 1 7⁄16 GRA200RRB S1200K T-40227 6.81
VCJT 2 3⁄16 215.9 184.1 127 46.8 67.4 17.1 48.4 16.7 75.8 36.5 GRA203RRB S1203K (T-23788) 3.092
VCJT 55 GRAE55RRB SE55K

   FLANGE CARTRIDGES/CAST IRON   
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YCJT Industrial
Setscrew Series
The Fafnir YCJT flange cartridges are basically the same design as
the YCJ series but are mounted with two bolts instead of four. All
YCJT units are equipped with GY-KRRB wide inner ring,  setscrew
bearings. The spherical outside diameter of these bearings mounted
in corresponding machined housing seats provides the initial self-
alignment.

These units are factory prelubricated, but a grease fitting is
provided for relubrication if required.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

YCJT GY-KRRB Page 167

Unit Shaft H J L A E B A 1 F S1 Hole Bearing
Diam. Size Number

in. in. in. in. in. in. in. in. in. in. in.
mm mm mm mm mm mm mm mm mm mm mm

YCJT 1⁄2 3 7⁄8 3 2 1⁄8 1 31⁄32 1 9⁄32 1 5⁄64
7⁄16 0.9 5⁄8 3⁄8 GY1008KRRB

YCJT 5⁄8 98.4 76.2 54.0 24.6 32.5 27.4 11.1 22.86 15.9 10 GY1010KRRB
YCJT 17 GYE17KRRB

YCJT 3⁄4 4 13⁄32 3 17⁄32 2 3⁄8 1 3⁄32 1 15⁄32 1 7⁄32
7⁄16 1.085 23⁄32

3⁄8 GY1012KRRB
YCJT 20 111.9 89.7 60.3 27.8 37.3 30.9 11.1 27.56 18.3 10 GYE20KRRB

YCJT 7⁄8 GY1014KRRB
YCJT 15⁄16 4 7⁄8 3 57⁄64 2 3⁄4 1 1⁄8 1 1⁄2 1 11⁄32

7⁄16 1.332 25⁄32
3⁄8 GY1015KRRB

YCJT 1 123.8 98.8 69.9 28.6 38.1 34.1 11.1 33.83 19.8 10 GY1100KRRB
YCJT 25 GYE25KRRB

YCJT 1 1⁄8 GY1102KRRB
YCJT 13⁄16 5 9⁄16 4 19⁄32 3 1⁄8 1 3⁄16 1 21⁄32 1 1⁄2 15⁄32 1.587 7⁄8 29⁄64 GY1103KRRB
YCJT 1 1⁄4S 141.3 116.7 79.45 30.2 42.1 38.1 11.9 40.31 22.2 11.5 GY1103KRRB3
YCJT 30 GYE30KRRB

YCJT 1 1⁄4 GY1104KRRB
YCJT 1 3⁄8 6 1⁄8 5 1⁄8 3 5⁄8 1 11⁄32 1 13⁄16 1 11⁄16

15⁄32 1.816 1 1⁄2 GY1106KRRB
YCJT 17⁄16 155.6 130.2 92.1 34.1 46 42.9 11.9 46.13 25.4 12 GY1107KRRB
YCJT 35 GYE35KRRB

YCJT 11⁄2 6 3⁄4 5 21⁄32 4 1⁄8 1 1⁄2 2 1⁄8 1 15⁄16
1⁄2 2.058 1 3⁄16

1⁄2 GY1108KRRB
YCJT 40 171.5 143.7 104.8 38.1 54 49.2 12.7 52.27 30.2 12 GYE40KRRB

YCJT 1 5⁄8 GY1110KRRB
YCJT 111⁄16 7 1⁄16 5 27⁄32 4 3⁄8 1 17⁄32 2 1⁄8 1 15⁄16

1⁄2 2.28 1 3⁄16
1⁄2 GY1111KRRB

YCJT 1 3⁄4 179.4 148.4 111.1 38.9 54 49.2 12.7 57.92 30.2 12 GY1112KRRB
YCJT 45 GYE45KRRB

YCJT 115⁄16 7 7⁄16 6 3⁄16 4 9⁄16 1 11⁄16 2 3⁄8 2 1⁄32
1⁄2 2.474 1 9⁄32

5⁄8 GY1115KRRB
YCJT 2S 188.9 157.2 115.9 42.9 60.3 51.6 12.7 62.84 32.5 16 GY1115KRRB2
YCJT 50 GYE50KRRB

YCJT 2 8 1⁄2 7 1⁄4 5 1 27⁄32 2 17⁄32 2 3⁄16
21⁄32 2.747 1 15⁄16

5⁄8 GY1200KRRB
YCJT 23⁄16 215.9 184.2 127 46.8 64.3 55.6 16.7 69.77 33.3 16 GY1203KRRB
YCJT 55 GYE55KRRB

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: YCJT 1 7⁄16"; POPULAR SIZES IN BOLD.

E
A

A1

B
F

S1G
BOLT SIZE

L

H J

   FLANGE CARTRIDGES/CAST IRON

HOLE
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SCJT Standard Series
The Fafnir SCJT flange cartridges are basically the same in design and
construction features as the SCJ types, but have only two bolt holes
(instead of four) for mounting in restricted areas. The units are as-
sembled with GYA-RRB bearings with positive contact land-riding seals,
and setscrew locking. These units are factory prelubricated, but a grease
fitting is provided for relubrication if required.

Recommended shaft tolerances: 1⁄2"-1 15⁄16", nominal to -.0005", -.013mm;

2"- 3⁄16", nominal to -.0010", -.025mm.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

SCJT GYA-RRB Page 159

N
HOLE SIZE

L

H J F
B

S

A
A

E

1

1

Unit Shaft H J L A E N B A 1 F S1 Bearing Housing Unit
Diam. Number Number Wt.

in. in. in. in. in. in. in. in. in. in. in. lbs
mm mm mm mm mm mm mm mm mm mm mm kg

SCJT 1⁄2 3 7⁄8 3 2 3⁄8 45⁄64 1 25⁄64
15⁄16

7⁄16
31⁄32

5⁄8 GYA008RRB T-22244PS 0.75
SCJT 5⁄8 98.4 76.2 60.3 17.9 25.4 9.9 23.8 11.1 24.6 15.9 GYA010RRB 0.34
SCJT 17 GYAE17RRB

SCJT 3⁄4 4 13⁄32 3 17⁄32 2 9⁄16
3⁄4 1 1⁄8 25⁄64 1 1⁄16

7⁄16 1 9⁄64
23⁄32 GYA012RRB T-21409PS 0.94

SCJT 20 111.9 89.69 65.1 19 28.6 9.9 27 11.1 29 18.3 GYAE20RRB 0.43

SCJT 7⁄8 GYA014RRB
SCJT 15⁄16 4 7⁄8 3 57⁄64 2 3⁄4 25⁄32 1 11⁄64

15⁄32 1 7⁄64
7⁄16 1 21⁄64

49⁄64 GYA015RRB T-21412PS 1.07
SCJT 1 123.8 98.82 69.9 19.8 29.8 11.9 28.2 11.1 33.7 19.4 GYA100RRB 0.48
SCJT 25 GYAE25RRB

SCJT 1 1⁄8 GYA102RRB
SCJT 1 3⁄16 5 9⁄16 4 19⁄32 3 1⁄8 27⁄32 1 11⁄32 29⁄64 1 9⁄32 17⁄32 1 37⁄64 29⁄32 GYA103RRB T-21548PS 1.58
SCJT 1 1⁄4S 141.3 116.68 79.4 21.4 34.1 11.5 32.5 13.5 40.1 23 GYA103RRB3 0.72
SCJT 30 GYAE30RRB

SCJT 1 1⁄4 GYA104RRB
SCJT 1 3⁄8 6 1⁄8 5 1⁄8 3 5⁄8 31⁄32 1 1⁄2 33⁄64 1 7⁄16 9⁄16 1 27⁄32 1 1⁄64 GYA106RRB T-40144 2.37
SCJT 1 7⁄16 155.6 130.18 92.1 24.6 38.1 13.1 36.5 14.3 46.8 25.8 GYA107RRB 1.08
SCJT 35 GYAE35RRB

SCJT 1 1⁄2 6 3⁄4 5 21⁄32 4 1⁄8 1 1⁄32 1 39⁄64 33⁄64 1 35⁄64 9⁄16 2 1⁄16 1 3⁄32 GYA108RRB T-40146 4.34
SCJT 40 171.5 143.67 104.8 26.2 40.9 13.1 39.3 14.3 52.4 27.8 GYAE40RRB 1.97

SCJT 1 5⁄8 GYA110RRB
SCJT 1 11⁄16 7 1⁄16 5 27⁄32 4 3⁄8 1 1⁄8 1 23⁄32 33⁄64 1 21⁄32 5⁄8 2 5⁄32 1 7⁄8 GYA111RRB T-40170 4.48
SCJT 1 3⁄4 179.4 148.0 111.1 28.6 43.6 13.1 42.1 15.8 57.9 28.6 GYA112RRB 2.03
SCJT 45 GYAE45RRB

SCJT 1 15⁄16 7 1⁄16 6 3⁄16 4 9⁄16 1 1⁄8 1 13⁄16 43⁄64 1 3⁄4 21⁄32 2 15⁄32 1 7⁄32 GYA115RRB T-40172 4.98
SCJT 2 S 179.4 157.16 115.8 28.6 46 17.1 44.4 16.6 62.7 30.9 GYA115RRB2 2.26
SCJT 50 GYAE50RRB

SCJT 2 8 1⁄2 7 1⁄4 5 1 7⁄32 1 57⁄64 43⁄64 1 53⁄64 23⁄32 2 3⁄4 1 1⁄4 GYA200RRB T-40174 6.14
SCJT 2 3⁄16 215.9 184.15 127 30.9 48 17.1 46.4 18.2 69.8 31.7 GYA203RRB 2.79
SCJT 55 GYAE55RRB

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: SCJT 1"; POPULAR SIZES IN BOLD.

   FLANGE CARTRIDGES/CAST IRON   
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FLCT Standard Series
Fafnir FLCT flange cartridges are rugged, versatile power transmis-
sion units designed to provide sturdy shaft support in minimum space
at minimum cost.

The housing is a space-saving, two-bolt unit which mounts flush
against the frame. Bolt hole spacing and size is the same as Fafnir’s
popular light duty Pressed-Steel Flangette Unit.

FLCT flange cartridges are equipped with RA-RRB extended inner
ring ball bearings with positive contact land-riding seals. These
bearings are permanently prelubricated and positively protected
against contaminates. The Fafnir invented self-locking collar
completes the assembly.

Recommended shaft tolerances: nominal to -.0005", -.013mm.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

FLCT RA...RRB Page 156

Unit Shaft H J L E A A 3 N1 sq. Bolt d 1 M Bearing Collar Housing Unit
Diam. Diam. Number Number Number Wt.

in. in. in. in. in. in. in. in. in. in. in. lbs
mm mm mm mm mm mm mm mm mm mm mm kg

FLCT 1⁄2 3 3⁄16 2 1⁄2 2 5⁄16 1 3⁄16 37⁄64 9⁄32 9⁄32 1⁄4 1 1⁄8 1 1⁄2 RA008RRB S1008K T-24080 0.71
FLCT 5⁄8 81 63.5 58.7 30.2 14.7 7.1 7.1 6.4 28.6 38.1 RA010RRB S1010K 0.322
FLCT 17 RAE17RRB SE17K

FLCT 3⁄4 3 9⁄16 2 13⁄16 2 5⁄8 1 19⁄64 43⁄64 11⁄32 11⁄32 5⁄16 1 5⁄16 1 25⁄32 RA012RRB S1012K T-24093 0.98
FLCT 20 90.5 71.4 66.7 32.9 17.1 8.7 8.7 7.9 33.3 45.2 RAE20RRB SE20K 0.445

FFLCT 7⁄8 RA014RRB S1014K
FLCT 15⁄16 3 3⁄4 3 2 51⁄64 1 23⁄64 11⁄16 11⁄32 11⁄32 5⁄16 1 1⁄2 1 63⁄64 RA015RRB S1015K T-23961 1.1
FLCT 1 95.2 76.2 71 34.5 17.5 8.7 8.7 7.9 38.1 50.4 RA100RRB S1100K 0.499
FLCT 25 RAE25RRB SE25K

FLCT 1 1⁄8 RA102RRB S1102K
FLCT 1 3⁄16 4 7⁄16 3 9⁄16 3 5⁄16 1 33⁄64 13⁄16 13⁄32 13⁄32 3⁄8 1 3⁄4 2 11⁄32 RA103RRB S1103K T-24018 1.84
FLCT 1 1⁄4S 112.7 90.5 84.1 38.5 20.6 10.3 10.3 9.5 44.4 59.5 RA103RRB2 S1103K3 0.835
FLCT 30 RAE30RRB SE30K

FLCT 1 1⁄4 RA104RRB S1104K
FLCT 1 3⁄8 4 15⁄16 3 15⁄16 3 11⁄16 1 21⁄32 7⁄8 7⁄16 13⁄32 3⁄8 2 1⁄8 2 47⁄64 RA106RRB S1106K T-24068 2.37
FLCT 1 7⁄16 125.4 100 93.7 41.1 22.2 11.1 10.3 9.5 54 69.5 RA107RRB S1107K 1.075
FLCT 35 RAE35RRB SE35K

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: FLCT 1 3⁄16"

F
L

C
T

F
A

F
N

I
R

N
HOLE SIZE

L

H J

A

M

E

NN1

A3

d1
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RFC Industrial Piloted
Series Concentric Collar
The Fafnir RFC piloted flange cartridges assure accurate mounting
fits and better support for heavy loads.The cast iron units are
particularly suited for applications in material handling, industrial
conveyor equipment, and farm and construction equipment.

The RFC units are assembled with R-Seal (GC-KRRB) wide inner
ring bearings with a concentric locking collar. These units are factory
prelubricated, but a grease fitting is provided for relubrication if
required.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

RFC GC-KRRB Page 166

Recommended shaft tolerances: 1⁄2"-1 15⁄16", nominal to -.0005",  -.013mm;

2"-2 3⁄16", nominal to -.0010", -.025mm.

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RFC 1 7⁄16"

Unit Shaft D J H S 1 K N G A E1 A3 E A1 d1 Bearing Collar Housing Unit
Diam. Number Number Number Wt.

in. in. in. in. in. in. in. in. in. in. in. in. in. in. lbs
mm mm mm mm mm mm mm mm mm mm mm mm mm mm kg

RFC 1 3 3 5⁄8 4 3⁄8 51⁄64 9⁄64 13⁄32 1 31⁄64 1 7⁄64 3⁄8 1⁄4 1 15⁄64 3⁄8 1 3⁄4 GC1015KRRB C205 T-27031 2.54
76.2 92.1 111.1 20.2 3.6 10.3 37.7 28.2 9.5 6.4 31.4 9.5 44.4 1.152

RFC 1 1⁄8 3.375 4 1⁄8 5 57⁄64 9⁄64 15⁄32 1 39⁄64 1 13⁄64 13⁄32 27⁄64 1 3⁄16 3⁄8 2 1⁄16 GC1102KRRB C206 T-27021 3.84
RFC 1 3⁄16 85.72 104.8 127 22.6 3.6 11.9 40.9 30.6 10.3 10.7 30.2 9.5 52.4 GC1103KRRB 1.742
RFC 1 1⁄4S GC1103KRRB3

RFC 1 1⁄4 3.625 4 3⁄8 5 1⁄4 1 1⁄8 15⁄32 1 3⁄4 1 11⁄32
13⁄32

15⁄32 1 9⁄32
1⁄2 2 11⁄32 GC1104KRRB C207 T-26730 4.11

RFC 1 3⁄8 92.08 111.1 133.4 25.4 3.2 11.9 44.4 34.1 10.3 11.9 32.5 12.7 59.5 GC1106KRRB 1.864
RFC 1 7⁄16 GC1107KRRB

RFC 1 1⁄2 3.625 4 3⁄8 5 1⁄4 1 5⁄64
3⁄16

15⁄32 1 59⁄64 1 1⁄2 27⁄64
15⁄32 1 29⁄64 12 2 11⁄16 GC1108KRRB C208 T-26587 4.72

92.08 111.1 133.4 27.4 4.8 11.9 48.8 38.1 10.7 11.9 36.9 12.7 68.3 2.141

RFC 1 11⁄16 4.25 5 1⁄8 6 1⁄8 1 5⁄32 — 17⁄32 1 27⁄32 1 11⁄32
1⁄2 15⁄32 1 3⁄8 29⁄64 2 7⁄8 GC1111KRRB C209 T-27276 6.21

RFC 1 3⁄4 107.95 130.2 155.6 29.4 — 13.5 46.8 34.1 12.7 11.9 34.9 11.5 73 GC1112KRRB 2.817

RFC 1 15⁄16 4.5 5 3⁄8 6 3⁄8 1 3⁄16
1⁄4 17⁄32 2 5⁄32 1 11⁄16

15⁄32
5⁄8 1 17⁄32

1⁄2 3 1⁄8 GC1115KRRB C210 T-26743 7.08
114.3 136.5 161.9 30.2 6.4 13.5 54.8 42.9 11.9 15.9 38.9 12.7 79.4 3.211

RFC 2 5 6 7 1⁄8 1 5⁄16
9⁄32

19⁄32 2 13⁄32 1 3⁄4 21⁄32
7⁄8 1 17⁄32

1⁄2 3 1⁄2 GC1200KRRB C211 T-28287 9
RFC 2 3⁄16 127 152.4 181 33.3 7.1 15.1 61.1 44.4 16.7 22.2 38.9 12.7 88.9 GC1203KRRB 4.082

S1

A

K

A

H

J

N
H0LE SIZE

A

d

E

E

G

D

1/8 PIPE PLUG

+ .000
 - .0021

1

3

1
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GVFD, GVFDR Relubricatable Series
VFD, VFDR Non-Relubricatable Series
The Fafnir malleable iron flange cartridges provide self-alignment and
ridgid support for medium-duty applications. The mounting bolt holes are
interchangeable with the pressed steel Flangette Unit of corresponding
size.

Recommended shaft tolerances:  nominal to -.0005", -.013mm

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

VFD, VFDR RA...RRB Page 156

GVFD, GVFDR GRA...RRB Page 157

d1

J

L

N

H

H

30°

30°30°

HOLE WIDTH SQ.
TOLERANCE ± .005

SHAFT SIZES
1/2 1- 7/16

A

E

50°

1

1

H

J

45°

SHAFT SIZES
1/2 1- 15/16

E

A

25°

1

A

H
   MINIMUM
   FRAME

   OPENING

1

2

d1

N HOLE WIDTH SQ.
TOLERANCE ± .005

1 3

GVFD GVFDR

FOR NON-RELUBRICATABLE SERIES OMIT G PREFIX ON UNIT AND BEARING NUMBER.
TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: VFD 1 3⁄16" OR VFDR 1 3⁄16"  OR GVFD 1 3⁄16" OR GVFDR 1 3⁄16"

Unit Shaft H 1 L1 H J N H2 E A E1 A3 A1 d1 Bearing Collar Unit
face reverse  Diam. Number Number  Wt.

mounted mounted

in. in. in. in. in. in. in. in. in. in. in. in. in. lbs
mm mm mm mm mm mm mm mm mm mm mm mm mm kg

RELUBRICATABLE SERIES
(1)

GVFD GVFDR 1⁄2 1 19⁄32 2 3⁄32 3 3⁄16 2 1⁄2 9⁄32 1 7⁄8 1 1⁄4 11⁄16
7⁄8 5⁄16

3⁄8 1 1⁄8 GRA008RRB S1008K 0.58
GVFD GVFDR 5⁄8 40.5 53.2 81 63.5 7.1 47.6 31.8 17.5 22.2 7.9 9.5 28.6 GRA010RRB S1010K 2.63
GVFD GVFDR 17 GRAE17RRB SE17K

GVFD GVFDR 3⁄4 1 25⁄32 2 3⁄8 3 9⁄16 2 13⁄16
11⁄32 2 5⁄32 1 11⁄32

25⁄32
59⁄64

23⁄64
27⁄64 1 5⁄16 GRA012RRB S1012K 0.74

GVFD GVFDR 20 45.2 60.3 90.5 71.4 8.7 54.8 34.1 19.8 23.4 9.1 10.7 33.3 GRAE20RRB SE20K 0.336

GVFD GVFDR 7⁄8 GRA014RRB S1014K
GVFD GVFDR 15⁄16 1 7⁄8 2 5⁄8 3 3⁄4 3 11⁄32 2 3⁄8 1 11⁄32

25⁄32
59⁄64

23⁄64
27⁄64 1 1⁄2 GRA015RRB S1015K 0.85

GVFD GVFDR 1 47.6 66.7 95.2 76.2 8.7 60.3 34.1 19.8 23.4 9.1 10.7 38.1 GRA100RRB S1100K 0.386
GVFD GVFDR 25 GRAE25RRB SE25K

GVFD GVFDR 1 1⁄8 GRA102RRB S1102K
GVFD GVFDR 1 3⁄16 2 7⁄32 3 3⁄32 4 7⁄16 3 9⁄16

13⁄32 2 13⁄16 1 17⁄32
7⁄8 1 3⁄64

27⁄64
15⁄32 1 3⁄4 GRA103RRB S1103K 1.34

GVFD GVFDR 1 1⁄4S 56.4 78.6 112.7 90.5 10.3 71.4 38.9 22.2 26.6 10.7 11.9 44.5 GRA103RRB2 S1103K3 0.608
GVFD GVFDR 30 GRAE30RRB SE30K

GVFD GVFDR 1 1⁄4 GRA104RRB S1104K 1.81
GVFD GVFDR 1 3⁄8 2 13⁄32 3 1⁄2 4 13⁄16 3 15⁄16

13⁄32 3 7⁄32 1 21⁄32
15⁄16 1 5⁄32

7⁄16
1⁄2 2 1⁄8 GRA106RRB S1106K 0.821

GVFD GVFDR 1 7⁄16 61.1 88.9 122.2 100 10.3 81.8 42.1 23.8 29.4 11.1 12.7 54 GRA107RRB S1107
GVFD GVFDR 35 GRAE35RRB SE35K

GVFD GVFDR 1 1⁄2 2 29⁄32 3 7⁄8 5 13⁄16 4 11⁄16
17⁄32 3 17⁄32 1 29⁄32 1 1⁄8 1 9⁄32

1⁄2 5⁄8 2 3⁄8 GRA108RRB S1108KT 2.94
GVFD GVFDR 40 73.8 98.4 147.6 119.1 13.5 89.7 48.4 28.6 32.5 12.7 15.9 60.3 GRAE40RRB SE40K 1.334

GVFD GVFDR 1 5⁄8 GRA110RRB S1110K
GVFD GVFDR 1 11⁄16 2 15⁄16 4 7⁄32 5 7⁄8 4 3⁄4 17⁄32 3 25⁄32 1 29⁄32 1 1⁄8 1 9⁄32

1⁄2 5⁄8 2 1⁄2 GRA111RRB S1111K 3
GVFD GVFDR 1 3⁄4 74.6 107.2 149.2 120.6 13.5 96 48.4 28.6 32.5 12.7 15.9 63.5 GRA112RRB S1112K 1.361
GVFD GVFDR 45 GRAE45RRB SE45K

GVFD GVFDR 1 7⁄8 3 1⁄16 4 15⁄32 6 1⁄8 5 17⁄32 3 31⁄32 1 29⁄32 1 1⁄8 1 9⁄32
1⁄2 5⁄8 2 3⁄4 GRA114RRB S1114K 3.2

GVFD GVFDR 1 15⁄16 77.8 113.5 155.6 127 13.5 100.8 48.4 28.6 32.5 12.7 15.9 69.8 GRA115RRB S1115K 1.451
GVFD GVFDR 50 GRAE50RRB SE50K

(1)
 All units have a 1⁄4-28 grease fitting except GVFD 1⁄2"-5⁄8", 17mm, 3⁄4" and 20mm, and GVFDR 1⁄2"- 5⁄8"and 17mm which have 10-32 fittings.

   FLANGE CARTRIDGES/MALLEABLE IRON

1⁄2 - 17⁄16 11⁄2 - 115⁄16
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GRFD, GRFDR Relubricatable Series
RFD, RFDR Non-Relubricatable Series
Recommended shaft tolerances:  nominal to -.0005",  -.013mm

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

RFD, RFDR ...KRRB Page 153

GRFD, GRFDR G...KRRB Page 154

J

L

N

H

H

30°

30°30°

HOLE WIDTH SQ.
TOLERANCE ± .005

SHAFT SIZES
1/2 1- 7/16

1

1

d

A

B

50°

1

K

H

MINIMUM
FRAME

OPENING

3

1
H

J

45°

SHAFT SIZES
1/2 1- 15/161

N HOLE WIDTH SQ.
TOLERANCE ± .005

E

25°

A

H

MINIMUM
FRAME

OPENING

A

2

1

1 3

d1

GRFD GRFDR

FOR NON-RELUBRICATABLE SERIES OMIT G PREFIX ON UNIT AND BEARING NUMBER.
TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RFD 1 3⁄16" OR RFDR 1 3⁄16"  OR GRFD 1 3⁄16"OR GRFDR 1 3⁄16"

Unit Shaft H 1 L1 H J N H2 E A E1 A3 A1 d1 H3 K Bearing Collar Unit
face reverse Diam. Number Number  Wt.

mounted mounted

in. in. in. in. in. in. in. in. in. in. in. in. in. in. in. lbs
mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm kg

RELUBRICATABLE SERIES
(1)

GRFD GRFDR 1⁄2 G1008KRRB S1008K
GRFD GRFDR 5⁄8 1 19⁄32 2 3⁄32 3 3⁄16 2 1⁄2 9⁄32 1 7⁄8 1 15⁄32

11⁄16
59⁄64

5⁄16
3⁄8 1 1⁄8 1 5⁄32

11⁄64 G1010KRRB S1010K 0.57
GRFD GRFDR 11⁄16 40.5 53.2 81 63.5 7.1 47.6 37.3 17.5 23.4 7.9 9.5 28.6 29.4 4.4 G1011KRRB S1011K 0.259
GRFD GRFDR 17 GE17KRRB SE17K

GRFD GRFDR 3⁄4 1 25⁄32 2 3⁄8 3 9⁄16 2 13⁄16
11⁄32 2 5⁄32 1 23⁄32

25⁄32 1 3⁄64
23⁄64

27⁄64 1 5⁄16 1 11⁄32
1⁄4 G1012KRRB S1012K 0.87

GRFD GRFDR 20 45.2 60.3 90.5 71.4 8.7 54.8 43.7 19.8 26.6 9.1 10.7 33.3 34.1 6.4 GE20KRRB SE20K 0.395

GRFD GRFDR 7⁄8 G1014KRRB S1014K
GRFD GRFDR 15⁄16 1 7⁄8 2 5⁄8 3 3⁄4 3 11⁄32 2 3⁄8 1 3⁄4 25⁄32 1 1⁄16

23⁄64
27⁄64 1 1⁄2 1 17⁄32

17⁄64 G1015KRRB S1015K 1.02
GRFD GRFDR 1 47.6 66.7 95.2 76.2 8.7 60.3 44.4 19.8 27 9.1 10.7 38.1 38.9 6.7 G1100KRRB S1100K 0.463
GRFD GRFDR 25 GE25KRRB SE25K

GRFD GRFDR 1 1⁄16 G1101KRRB S1101K
GRFD GRFDR 1 1⁄8 2 7⁄32 3 3⁄32 4 7⁄16 3 9⁄16

13⁄32 2 13⁄16 1 29⁄32
7⁄8 1 3⁄16

27⁄64
15⁄32 1 3⁄4 1 13⁄16

1⁄4 G1102KRRB S1102K 1.38
GRFD GRFDR 1 3⁄16 56.4 78.6 112.7 90.5 10.3 71.4 48.4 22.2 30.2 10.7 11.9 44.5 46 6.4 G1103KRRB S1103K 6.26
GRFD GRFDR 1 1⁄4S G1103KRRB3 S1103K3
GRFD GRFDR 30 GE30KRRB SE30K

GRFD GRFDR 1 1⁄4 G1104KRRB S1104K
GRFD GRFDR 1 5⁄16 2 13⁄32 3 1⁄2 4 13⁄16 3 15⁄16

13⁄32 3 7⁄32 2 1⁄64
15⁄16 1 9⁄32

7⁄16
1⁄2 2 1⁄8 2 3⁄32

1⁄4 G1105KRRB S1105K 1.89
GRFD GRFDR 1 3⁄8 61.1 88.9 122.2 100 10.3 81.8 51.2 23.8 32.5 11.1 12.7 54 53.2 6.4 G1106KRRB S1106K 0.857
GRFD GRFDR 1 7⁄16 G1107KRRB S1107K
GRFD GRFDR 35 GE35KRRB SE35K

GRFD GRFDR 1 1⁄2 2 29⁄32 3 7⁄8 5 13⁄16 4 11⁄16
17⁄32 3 17⁄32 2 7⁄32 1 1⁄8 1 3⁄8 1⁄2 5⁄8 2 3⁄8 2 11⁄32

7⁄32 G1108KRRB S1108KT 2.50
GRFD GRFDR 1 9⁄16 73.8 98.4 147.6 119.1 13.5 89.7 56.4 28.6 34.9 12.7 15.9 60.3 59.5 5.6 G1109KRRB S1109KT 1.138
GRFD GRFDR 40 GE40KRRB SE40K

GRFD GRFDR 1 5⁄8 G1110KRRB S1110K
GRFD GRFDR 1 11⁄16 2 15⁄16 4 7⁄32 5 7⁄8 4 3⁄4 17⁄32 3 25⁄32 2 7⁄32 1 1⁄8 1 3⁄8 1⁄2 5⁄8 2 1⁄2 2 9⁄16

7⁄32 G1111KRRB S1111K 3.28
GRFD GRFDR 1 3⁄4 74.6 107.2 149.2 120.6 13.5 96 56.4 28.6 34.9 12.7 15.9 63.5 65.1 5.6 G1112KRRB S1112K 1.488
GRFD GRFDR 45 GE45KRRB SE45K

GRFD GRFDR 1 7⁄8 3 1⁄16 4 15⁄32 6 1⁄8 5 17⁄32 3 31⁄32 2 15⁄32 1 1⁄8 1 1⁄2 1⁄2 5⁄8 2 3⁄4 2 3⁄4 11⁄32 G1114KRRB S1114K 3.73
GRFD GRFDR 1 15⁄16 77.8 113.5 155.6 127 13.5 100.8 62.7 28.6 38.1 12.7 15.9 69.8 69.8 8.7 G1115KRRB S1115K 1.692
GRFD GRFDR 50 GE50KRRB SE50K

(1)
 All units have a 1⁄4-28 grease fitting except GRFD 1⁄2"-11⁄16", 17mm, 3⁄4" and 20mm, and GRFDR 1⁄2"- 5⁄8"

    and 17mm which have 10-32 fittings.

   FLANGE CARTRIDGES/MALLEABLE IRON   
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N
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TOLERANCE ± .005
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d

A
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J
H
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A

25°

H
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OPENING

1

37°
2

1 A3

GVFTD, GVFTDR Relubricatable Series
VFTD, VFTDR Non-Relubricatable Series
Recommended shaft tolerances:  nominal to -.0005",  -.013mm

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

VFTD, VFTDR  RA...RRB Page 156

GVFTD, GVFTDR GRA...RRB Page 157

GVFTD

GVFTDR

N

L

HOLE WIDTH SQ.
TOLERANCE ± .005

J
H d

A

1

E

A

E

H

MINIMUM
FRAME 

OPENING

1

2

1 A3

VFTD VFTDR

FOR NON-RELUBRICATABLE SERIES OMIT G PREFIX ON UNIT AND BEARING NUMBER.
TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: VFTD 1 3⁄16" OR VFTDR 1 3⁄16"  OR GVFTD 1 3⁄16" OR GVFTDR 1 3⁄16"

Unit Shaft H J L N H 2 E A E1 A3 A1 d1 Bearing Collar Unit
face reverse Diam. Number Number Wt.

mounted mounted

in. in. in. in. in. in. in. in. in. in. in. in. lbs
mm mm mm mm mm mm mm mm mm mm mm mm kg

RELUBRICATABLE SERIES
(1)

GVFTD GVFTDR 1⁄2 3 3⁄16 2 1⁄2 2 3⁄32
9⁄32 1 7⁄8 1 1⁄4 11⁄16

7⁄8 5⁄16
3⁄8 1 1⁄8 GRA008RRB S1008K 0.54

GVFTD GVFTDR 5⁄8 81 63.5 53.2 7.1 47.6 31.8 17.5 22.2 7.9 9.5 28.6 GRA010RRB S1010K 0.245
GVFTD GVFTDR 17 GRAE17RRB SE17K

GVFTD GVFTDR 3⁄4 3 9⁄16 2 13⁄16 2 3⁄8 11⁄32 2 5⁄32 1 11⁄32
25⁄32

59⁄64
23⁄64

27⁄64 1 5⁄16 GRA012RRB S1012K 0.73
GVFTD GVFTDR 20 90.5 71.4 60.3 8.7 54.8 34.1 19.8 23.4 9.1 10.7 33.3 GRAE20RRB SE20K 0.331

GVFTD GVFTDR 7⁄8 GRA014RRB S1014K
GVFTD GVFTDR 15⁄16 3 3⁄4 3 2 5⁄8 11⁄32 2 3⁄8 1 11⁄32

25⁄32
59⁄64

23⁄64
27⁄64 1 1⁄2 GRA015RRB S1015K 0.8

GVFTD GVFTDR 1 95.2 76.2 66.7 8.7 60.3 34.1 19.8 23.4 9.1 10.7 38.1 GRA100RRB S1100K 0.363
GVFTD GVFTDR 25 GRAE25RRB SE25K

GVFTD GVFTDR 1 1⁄8 GRA102RRB S1102K
GVFTD GVFTDR 1 3⁄16 4 7⁄16 3 9⁄16 3 3⁄32

13⁄32 2 13⁄16 1 17⁄32
7⁄8 1 3⁄64

27⁄64
15⁄32 1 3⁄4 GRA103RRB S1103K 1.34

GVFTD GVFTDR 1 1⁄4S 112.7 90.5 78.6 10.3 71.4 38.9 22.2 26.6 10.7 11.9 44.5 GRA103RRB2 S1103K3 0.608
GVFTD GVFTDR 30 GRAE30RRB SE30K

GVFTD GVFTDR 1 1⁄4 GRA104RRB S1104K 1.9
GVFTD GVFTDR 1 3⁄8 4 13⁄16 3 15⁄16 3 1⁄2 13⁄32 3 7⁄32 1 21⁄32

15⁄16 1 5⁄32
7⁄16

1⁄2 2 1⁄8 GRA106RRB S1106K 0.862
GVFTD GVFTDR 1 7⁄16 122.2 100 88.9 10.3 81.8 42.1 23.8 29.4 11.1 12.7 54 GRA107RRB S1107K
GVFTD GVFTDR 35 GRAE35RRB SE35K

(1)
 All units have a 1⁄4-28 grease fitting.

   FLANGE CARTRIDGES/MALLEABLE IRON
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Recommended shaft tolerances:  nominal to -.0005", -.013mm

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

RFTD, RFTDR ...KRRB Page 153

GRFTD, GRFTDR G...KRRB Page 154

Relubricatable Series

N

L

HOLE WIDTH SQ.
TOLERANCE ± .005

J
H 

E

25°

A

H

MINIMUM
FRAME

OPENING

37°

A

2

1

1 3

N

L

HOLE WIDTH SQ.
TOLERANCE ± .005

J
H

45°

GRFTD GRFTDR

Non-Relubricatable Series

d1

A

E

H

MINIMUM
FRAME

OPENING

K

3

N

L

HOLE WIDTH SQ.
TOLERANCE ± .005

J
H

RFTD RFTDR

A

H

MINIMUM
FRAME

OPENING

A

1

2

E1 3

Unit Shaft H J L N H 2 B1 A E1 A3 A1 d1 H3 K Bearing Collar Unit
face reverse  Diam. Number Number  Wt.

mounted mounted

in. in. in. in. in. in. in. in. in. in. in. in. in. in. lbs
mm mm mm mm mm mm mm mm mm mm mm mm mm mm kg

RELUBRICATABLE SERIES
(1)

GRFTD GRFTDR 1⁄2 G1008KRRB S1008K
GRFTD GRFTDR 5⁄8 3 3⁄16 2 1⁄2 2 3⁄32 9⁄32 1 7⁄8 1 15⁄32 5⁄8 59⁄64 5⁄16 3⁄8 1 1⁄8 1 5⁄32 11⁄64 G1010KRRB S1010K 0.56
GRFTD GRFTDR 11⁄16 81 63.5 53.2 7.1 47.6 37.3 15.9 23.4 7.9 9.5 28.6 29.4 4.4 G1011KRRB S1011K 0.254
GRFTD GRFTDR 17 GE17KRRB SE17K

GRFTD GRFTDR 3⁄4 3 9⁄16 2 13⁄16 2 3⁄8 11⁄32 2 5⁄32 1 23⁄32 25⁄32 1 3⁄64 23⁄64 27⁄64 1 5⁄16 1 11⁄32 1⁄4 G1012KRRB S1012K 0.85
GRFTD GRFTDR 20 90.5 71.4 60.3 8.7 54.8 43.7 19.8 26.6 9.1 10.7 33.3 34.1 6.4 GE20KRRB SE20K 0.386

GRFTD GRFTDR 7⁄8 G1014KRRB S1014K
GRFTD GRFTDR 15⁄16 3 3⁄4 3 2 5⁄8 11⁄32 2 3⁄8 1 3⁄4 25⁄32 1 1⁄16 23⁄64 27⁄64 1 1⁄2 1 17⁄32 17⁄64 G1015KRRB S1015K 0.85
GRFTD GRFTDR 1 95.2 76.2 66.7 8.7 60.3 44.4 19.8 27 9.1 10.7 38.1 38.9 6.7 G1100KRRB S1100K 0.386
GRFTD GRFTDR 25 GE25KRRB SE25K

GRFTD GRFTDR 1 1⁄16 G1101KRRB S1101K
GRFTD GRFTDR 1 1⁄8 4 7⁄16 3 9⁄16 3 3⁄32 13⁄32 2 13⁄16 1 29⁄32 7⁄8 1 3⁄16 27⁄64 15⁄32 1 3⁄4 1 13⁄16 1⁄4 G1102KRRB S1102K 1.57
GRFTD GRFTDR 1 3⁄16 112.7 90.5 78.6 10.3 71.4 48.4 22.2 30.2 10.7 11.9 44.5 46 6.4 G1103KRRB S1103K 0.712
GRFTD GRFTDR 1 1⁄4S G1103KRRB3 S1103K3
GRFTD GRFTDR 30 GE30KRRB SE30K

GRFTD GRFTDR 1 1⁄4 G1104KRRB S1104K
GRFTD GRFTDR 1 5⁄16 4 13⁄16 3 15⁄16 3 1⁄2 13⁄32 3 7⁄32 2 1⁄64 15⁄16 1 9⁄32 7⁄16 1⁄2 2 1⁄8 2 3⁄32 1⁄4 G1105KRRB S1105K 2.12
GRFTD GRFTDR 1 3⁄8 122.2 100 88.9 10.3 81.8 51.2 23.8 32.5 11.1 12.7 54 53.2 6.4 G1106KRRB S1106K 0.962
GRFTD GRFTDR 1 7⁄16 G1107KRRB S1107K
GRFTD GRFTDR 35 GE35KRRB SE35K

FOR NON-RELUBRICATABLE SERIES OMIT G PREFIX ON UNIT AND BEARING NUMBER.
TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RFTD 1 3⁄16" OR RFTDR 1 3⁄16"  OR GRFTD 1 3⁄16" OR GRFTDR 1 3⁄16"

GRFTD, GRFTDR Relubricatable Series
RFTD, RFTDR Non-Relubricatable Series

FLANGE CARTRIDGES/MALLEABLE IRON   

(1)
 All units have a 1⁄4-28 grease fitting.

d

A

B

50°

1

K

MINIMUM
FRAME

OPENING

1

3H



219

VFMST Series
This zinc plated pressed metal flange unit is assembled with an RA-
RR prelubricated extended inner ring type bearing.

The VFMST is ideal for light duty applications and features flush
mounting, added contamination protection and is self-aligning.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

VFMST RA...RRB Page 156

Unit Shaft H J L E A N L 1 E1 L2 B1 d1 A1 Bearing Collar Stamping
Diam. Number Number Size Radial

Load
Rating

(1)

in. in. in. in. in. in. in. in. in. in. in. in. in. lbs
mm mm mm mm mm mm mm mm mm mm mm mm mm N

VFMST 3⁄4 3 9⁄16 2 13⁄16 2 5⁄8 1 5⁄16
21⁄32

11⁄32 2 29⁄32
1⁄2 1 7⁄32 1 5⁄16 0.104 RA012RRB S1012K 47FMST 500

VFMST 20 90.5 71.4 66.7 33.3 16.7 8.7 50.8 23 12.7 31 33.3 2.64 RAE20RRB SE20K 2240

VFMST 7⁄8 RA014RRB S1014K
VFMST 15⁄16 3 3⁄4 3 2 51⁄64 1 5⁄16

23⁄32
11⁄32 2 3⁄16

15⁄16
1⁄2 1 7⁄32 1 1⁄2 0.104 RA015RRB S1015K 52FMST 600

VFMST 1 95.2 76.2 71 33.3 18.3 8.7 55.6 23.8 12.7 31 38.1 2.64 RA100RRB S1100K 2650
VFMST 25 RAE25RRB SE25K

VFMST 1 1⁄8 RA102RRB S1102K
VFMST 1 3⁄16 4 7⁄16 3 9⁄16 3 5⁄16 1 17⁄32

29⁄32
13⁄32 2 5⁄8 1 3⁄32

5⁄8 1 13⁄32 1 3⁄4 0.134 RA103RRB S1103K 62FMST 800
VFMST 1 1⁄4S 112.7 90.5 84.1 38.9 23 10.3 66.7 27.8 15.9 35.7 44.4 3.4 RA103RRB2 S1103K3 3550
VFMST 30 RAE30RRB SE30K

d

A

E

1

1

L1

B1

A

1E

L

H J

2L

N  ±.005
SQUARE

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: LFST 1" POPULAR SIZES ARE IN BOLD.

Unit Shaft H J L L 1 E N A A1 d1 M Bearing Collar Housing
Diam. Number Number Radial

Load
Rating

(1)

in. in. in. in. in. in. in. in. in. in. in. lbs
mm mm mm mm mm mm mm mm mm mm N

LFST 1⁄2 4 1⁄2 3 5⁄8 2 1⁄4 2 3⁄16 1 7⁄32 3⁄8 29⁄32 0.06 1 1 5⁄32 RAL008NPP LS008K 200
LFST 5⁄8 114.3 92.1 57.2 55.6 31 9.5 23 1.52 25.4 29.4 RAL010NPP LS010K 880

LFST 3⁄4 4 1⁄2 3 5⁄8 2 1⁄4 2 3⁄16 1 7⁄32 3⁄8 29⁄32 0.06 1 11⁄64 1 3⁄8 RAL012NPP LS012K 250
114.3 92.1 57.2 55.6 31 9.5 23 1.52 29.8 34.9 1120

LFST 15⁄16 4 1⁄2 3 5⁄8 2 1⁄4 2 3⁄16 1 7⁄32 3⁄8 29⁄32 0.06 1 27⁄64 1 9⁄16 RAL015NPP LS015K 300
LFST 1 114.3 92.1 57.2 55.6 31 9.5 23 1.52 36.1 39.7 RAL100NPP LS100K 1340

(1)
 Housing thrust rating is 1⁄3 of housing radial load rating.  Maximum recommended speed is 2400 RPM.

LFST Series
Fafnir LFST zinc plated, pressed steel, flush mounted, housed series
simplifies bearing flange unit installations. A special conductive
rubber interliner reduces noise and vibration and allows for alignment
while the pressed steel flange assures rigid bearing support. Bolt hole
spacing permits interchangeability with competitive mountings. The
LFST unit offers compactness, economy, corrosion resistant housing
and balanced design.

LFST units feature Fafnir’s RAL light series ball bearings. An
outstanding concept in bearing design, the RAL provides precision, in
an extended inner ring bearing with superior shroud seal protection
and self-locking collar. Bearings are supplied prelubricated.

Recommended shaft tolerances: nominal to -.0005", -.013mm.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

LFST  RAL...NPP Page 160

H

J

N
2 HOLES
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M
L

L
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A

1

1

1

FLANGED CARTRIDGES/PRESSED STEEL   

POPULAR SIZES IN BOLD.
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Unit Shaft H A J N H 2 A1 E K d1 Bolt P N 2 Bearing Collar    Stamping
(2)

  Unit
Diam. Hole Size flange hole Number Number Size Radial    Wt.

Width diam. to Load
` short long clear sq. Rating

(1)

shank shank shank

in. in. in. in. in. in. in. in. in. in. in. in. in. in. lbs. lbs
mm mm mm mm mm mm mm mm mm mm mm mm mm mm N kg

RR 1⁄2 3 3⁄16 9⁄16 2 1⁄2 9⁄32 1 15⁄16 0.15 1 15⁄32 1 1⁄8 1⁄4 0.006 0.1 13⁄32 1008KRRB S1008K 40MS 600 0.65
RR 5⁄8 81 14.2 63.5 7.1 49.2 3.8 25.4 11.9 28.6 6.4 0.15 2.54 10.3 1010KRRB S1010K 2650 0.295
RR 17 E17KRRB SE17K

RR 3⁄4 3 9⁄16 5⁄8 2 13⁄16 11⁄32 2 3⁄16 0.166 1 1⁄8 19⁄32 1 5⁄16 5⁄16 0.021 0.115 1⁄2 1012KRRB S1012K 47MS 700 0.89
RR 20 90.5 15.8 71.4 8.7 55.6 4.22 28.6 15.1 33.3 7.9 0.53 2.92 12.7 E20KRRB SE20K 3100 0.404

RR 7⁄8 1014KRRB S1014K
RR 15⁄16 3 3⁄4 11⁄16 3 11⁄32 2 3⁄8 0.166 1 1⁄8 19⁄32 1 1⁄2 5⁄16 0.021 0.115 1⁄2 1015KRRB S1015K 52MS 800 1.08
RR 1 95.2 17.4 76.2 8.7 60.3 4.22 28.6 15.1 38.1 7.9 0.53 2.92 12.7 1100KRRB S1100K 3550 0.49
RR 25 E25KRRB SE25K

RR 1 1⁄8 1102KRRB S1102K
RR 1 3⁄16 4 7⁄16 11⁄16 3 9⁄16 13⁄32 2 13⁄16 0.208 1 9⁄32 5⁄8 1 3⁄4 3⁄8 0.011 0.104 19⁄32 1103KRRB S1103K 62MS 1100 1.66
RR 1 1⁄4S 112.7 17.4 90.5 10.3 71.4 5.28 32.5 15.9 44.5 9.5 0.28 2.64 15.1 1103KRRB3 S1103K3 4900 0.753
RR 30 E30KRRB SE30K

RR 1 1⁄4 1104KRRB S1104K
RR 1 5⁄16 4 13⁄16 3⁄4 3 15⁄16 13⁄16 3 3⁄16 0.208 1 3⁄8 5⁄8 2 1⁄8 3⁄8 0.011 0.104 19⁄32 1105KRRB S1105K 72MS 1400 2.12
RR 1 3⁄8 122.2 19 100 10.3 81 5.28 34.9 15.9 54 9.5 0.28 2.64 15.1 1106KRRB S1106K 6220 0.962
RR 1 7⁄16 1107KRRB S1107
RR 35 E35KRRB SE35K

RR 1 1⁄2 5 13⁄16 13⁄16 4 11⁄16 17⁄32 3 9⁄16 0.268 1 1⁄2 23⁄32 2 3⁄8 1⁄2 0.013 0.107 49⁄64 1108KRRB S1108KT 80MS 1700 2.52
RR 1 9⁄16 147.6 20.6 119.1 13.5 90.5 6.8 38.1 18.3 60.3 12.7 0.33 2.72 19.4 1109KRRB S1109KT 7500 1.143
RR 40 E40KRRB SE40K

RR 1 5⁄8 5 7⁄8 7⁄8 4 3⁄4 17⁄32 3 13⁄16 0.268 1 1⁄2 23⁄32 2 1⁄2 1⁄2 0.013 0.107 49⁄64 1110KRRB S1110K 85MS 1700 3.64
RR 1 11⁄16 149.2 22.2 120.6 13.5 96.8 6.8 38.1 18.3 63.5 12.7 0.33 2.72 19.4 1111KRRB S1111K 7500 1.651
RR 45 E45KRRB SE45K

RR 1 7⁄8 6 1⁄8 7⁄8 5 17⁄32 4 0.298 1 21⁄32 13⁄16 2 3⁄4 1⁄2 0 0.077 49⁄64 1114KRRB S1114K 90MS 1900 4.14
RR 1 15⁄16 155.6 22.2 127 13.5 101.6 7.56 42.1 20.6 69.8 12.7 0 1.96 19.4 1115KRRB S1115K 8500 1.878
RR 50 E50KRRB SE50K

RR 2 1200KRRB S1200K
RR 2 1⁄8 6 9⁄16 15⁄16 5 7⁄16 17⁄32 4 7⁄16 0.298 1 7⁄8 15⁄16 3 1⁄2 0 0.077 49⁄64 1202KRRB S1202K 100MS 2300 5
RR 2 3⁄16 166.7 23.8 138.1 13.5 112.7 7.56 47.6 23.8 76.2 12.7 0 1.96 19.4 1203KRRB S1203K 10200 2.268
RR 55 E55KRRB SE55K

RR Flangette Units
Fafnir Flangette Units consist of two interchangeable pressed steel,
zinc plated flanges which house a standard Fafnir Wide Inner Ring
Ball Bearing with Self-Locking Collar. The spherical inside surfaces of
each pair of flanges mates with the spherical outside surface of the
bearing’s outer ring to provide initial self-alignment.

The RR Flangette is equipped with the KRRB (R-Seal) side inner
ring ball bearing. All units are non-relubricatable.

Recommended shaft tolerances: 1/2"-1 15/16", nominal to -.0005",  -.013 mm;
2"- 2 23/16", nominal to -.0010", -.025 mm.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

RR KRRB Page 153
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(1)
 Thrust ratings for stampings are 50% of radial ratings.

(2)
 Stampings must be ordered in pairs to assemble bearing.
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Unit Shaft H A J N H 2 A1 E K d1 Bolt P N 2 Bearing Collar Stamping
(2)

Unit .
Diam. Hole Size flange hole Number Number Size Radial Wt

Width diam. to Load
short long clear sq. Rating
shank shank shank

in. in. in. in. in. in. in. in. in. in. in. in. in. in. lbs. lbs
mm mm mm mm mm mm mm mm mm mm mm mm mm mm N kg

RA 1⁄2 RA008RRB S1008K
RA 9⁄16 3 3⁄16

9⁄16 2 1⁄2 9⁄32 1 15⁄16 0.150 15⁄16
7⁄32 1 1⁄8 1⁄4 0.006 0.1 13⁄32 RA009RRB S1009K 40MS 600 0.61

RA 5⁄8 81 14.2 63.5 7.1 49.2 3.81 23.8 5.6 28.6 6.4 0.15 2.54 10.3 RA010RRB S1010K 2650 0.277
RA 17 RAE17RRB SE17K

RA 3⁄4 3 9⁄16
5⁄8 2 13⁄16

11⁄32 2 3⁄16 0.166 63⁄64
1⁄4 1 5⁄16

5⁄16 0.021 0.115 1⁄2 RA012RRB S1012K 47MS 700 0.8
RA 20 90.5 15.8 71.4 8.7 55.6 4.22 25 6.4 33.3 7.9 0.53 2.92 12.7 RAE20RRB SE20K 3100 0.363

RA 13⁄16 RA013RRB S1013K
RA 7⁄8 3 3⁄4 11⁄16 3 11⁄32 2 3⁄8 0.166 63⁄64

9⁄32 1 1⁄2 5⁄16 0.021 0.115 1⁄2 RA014RRB S1014K 52MS 800 0.9
RA 15⁄16 95.2 17.4 76.2 8.7 60.3 4.22 25 7.1 38.1 7.9 0.53 2.92 12.7 RA015RRB S1015K 3550 0.408
RA 1 RA100RRB S1100K
RA 25 RAE25RRB SE25K

RA 1 1⁄16 RA101RRB S1103K
RA 1 1⁄8 4 7⁄16

11⁄16 3 9⁄16
13⁄32 2 13⁄16 0.208 1 9⁄64

17⁄64 1 3⁄4 3⁄8 0.011 0.104 19⁄32 RA102RRB S1102K 62MS 1100 1.47
RA 1 3⁄16 112.7 17.4 90.5 10.3 71.4 5.28 29.0 6.7 44.5 9.5 0.28 2.64 15.1 RA103RRB S1103K 4900 0.667
RA 1 1⁄4S RA103RRB3 S1103K3
RA 30 RAE30RRB SE30K

RA 1 1⁄4 RA104RRB S1104K
RA 1 5⁄16 4 13⁄16

3⁄4 3 15⁄16
13⁄32 3 3⁄16 0.208 1 1⁄4 19⁄64 2 1⁄8 3⁄8 0.011 0.104 19⁄32 RA105RRB S1105K 72MS 1400 1.96

RA 1 3⁄8 122.2 19 100 10.3 81 5.28 31.8 7.5 54 9.5 0.28 2.64 15.1 RA106RRB S1106K 6220 0.889
RA 1 7⁄16 RA107RRB S1107
RA 35 RAE35RRB SE35K

RA 1 1⁄2 5 13⁄16
13⁄16 4 11⁄16

17⁄32 3 9⁄16 0.268 1 27⁄64
19⁄64 2 3⁄8 1⁄2 0.013 0.107 49⁄64 RA108RRB S1108KT 80MS 1700 3.19

RA 1 9⁄16 147.6 20.6 119.1 13.5 90.5 6.8 36.1 7.5 60.3 12.7 0.33 2.72 19.4 RA109RRB S1109KT 7500 1.447
RA 40 RAE40RRB SE40K

RA 1 5⁄8 RA110RRB S1110K
RA 1 11⁄16 5 7⁄8 7⁄8 4 3⁄4 17⁄32 3 13⁄16 0.268 1 27⁄64

19⁄64 2 1⁄2 1⁄2 0.013 0.107 49⁄64 RA111RRB S1111K 85MS 1700 3.26
RA 1 3⁄4 149.2 22.2 120.6 13.5 96.8 6.8 36.1 7.5 63.5 12.7 0.33 2.72 19.4 RA112RRB S1112K 7500 1.479
RA 45 RAE45RRB SE45K

RA 1 13⁄16 RA113RRB S1113K
RA 1 7⁄8 6 1⁄8 7⁄8 5 17⁄32 4 0.300 1 7⁄16

9⁄32 2 3⁄4 1⁄2 0 0.077 49⁄64 RA114RRB S1114K 90MS 1900 3.68
RA 1 15⁄16 155.6 22.2 127 13.5 101.6 7.56 36.5 7.1 69.8 12.7 0 1.96 19.4 RA115RRB S1115K 8500 1.669
RA 50 RAE50RRB SE50K

RA 2 RA200RRB S1200K
RA 2 1⁄16 6 9⁄16

15⁄16 5 7⁄16
17⁄32 4 7⁄16 0.300 1 19⁄32

29⁄64 3 1⁄2 0 0.077 49⁄64 RA201RRB S1201K 100MS 2300 4.41
RA 2 1⁄8 166.7 23.8 138.1 13.5 112.7 7.56 40.5 8.3 76.2 12.7 0 1.96 19.4 RA202RRB S1202K 10200 2
RA 2 3⁄16 RA203RRB S1203K
RA 55 RAE55RRB SE55K

RA Flangette Units
The RA zinc plated Flangette unit is like the Fafnir RR Flangette units
consisting of two interchangeable pressed steel, zinc plated flanges
which house a different standard Fafnir wide inner ring ball bearing.
They incorporate an extended inner ring bearing with self-locking
collar and spherical outside diameter which is fitted to a correspond-
ing spherical seat in the cartridge to provide initial self-alignment.

RA Flangette units are equipped with a RA-RRB  extended inner
ring ball bearing. All units are non-relubricatable.

Recommended shaft tolerances: 1/2"-1 15/16", nominal to -.0005", -.013mm;
2"- 2 3/16", nominal to -.0010", -.025mm.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

RA RA...RRB Page 156

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RA 1"Flangette

(1)
Thrust ratings for stampings are 50% of radial ratings.

(2)
 Stampings must be ordered in pairs to assemble bearing.
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Unit Shaft L H A J N H 2 A1 E K d1 Bolt P N 2 Bearing Collar Stamping Unit
Diam. Hole Size flange hole Number Number Size Radial Wt.

Width diam. to Load
short long clear sq. Rating
shank shank shank

in. in. in. in. in. in. in. in. in. in. in. in. in. in. in. lbs. lbs
mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm N kg

RRT 1⁄2 2 5⁄16 3 3⁄16
9⁄16 2 1⁄2 9⁄32 1 15⁄16 0.150 15⁄16

7⁄32 1 1⁄8 1⁄4 0.006 0.1 13⁄32 1008KRRB S1008K 40MST 600 0.47
RRT 5⁄8 58.7 81 14.2 63.5 7.1 49.2 3.81 23.8 5.6 28.6 6.4 0.15 2.54 10.3 1010KRRB S1010K 2650 0.213
RRT 17 E17KRRB SE17K

RRT 3⁄4 2 5⁄8 3 9⁄16
5⁄8 2 13⁄16

11⁄32 2 3⁄16 0.166 63⁄64
1⁄4 1 5⁄16

5⁄16 0.021 0.115 1⁄2 1012KRRB S1012K 47MST 700 0.66
RRT 20 66.7 90.5 15.8 71.4 8.7 55.6 4.22 25 6.4 33.3 7.9 0.53 2.92 12.7 E20KRRB SE20K 3100 0.299

RRT 7⁄8 1014KRRB S1014K
RRT 15⁄16 2 51⁄64 3 3⁄4 11⁄16 3 11⁄32 2 3⁄8 0.166 63⁄64 9⁄32 1 1⁄2 5⁄16 0.021 0.115 1⁄2 1015KRRB S1015K 52MST 800 0.73
RRT 1 71 95.2 17.4 76.2 8.7 60.3 4.22 25 7.1 38.1 7.9 0.53 2.92 12.7 1100KRRB S1100K 3550 0.331
RRT 25 E25KRRB SE25K

RRT 1 1⁄16 1101KRRB S1103K
RRT 1 1⁄8 3 5⁄16 4 7⁄16 11⁄16 3 9⁄16 13⁄32 2 13⁄16 0.208 1 9⁄64 17⁄64 1 3⁄4 3⁄8 0.011 0.104 19⁄32 1102KRRB S1102K 62MST 1100 1.17
RRT 1 3⁄16 84.1 112.7 17.4 90.5 10.3 71.4 5.28 29 6.7 44.5 9.5 0.28 2.64 15.1 1103KRRB S1103K 4900 0.531
RRT 1 1⁄4S 1103KRRB3 S1103K3
RRT 30 E30KRRB SE30K

RRT 1 1⁄4 1104KRRB S1104K
RRT 1 5⁄16 3 11⁄16 4 15⁄16

7⁄8 3 15⁄16
13⁄32 3 3⁄16 0.208 1 17⁄64

17⁄64 2 1⁄8 3⁄8 0.011 0.104 19⁄32 1105KRRB S1105K 72MST 1400 1.05
RRT 1 3⁄8 93.7 125.4 22.2 100 10.3 81 5.28 32.1 6.7 54 9.5 0.28 2.64 15.1 1106KRRB S1106K 6220 0.476
RRT 1 7⁄16 1107KRRB S1107K
RRT 35 E35KRRB SE35K

Unit Shaft L H A J N H 2 A1 E K d1 Bolt P N 2 Bearing Collar    Stamping Unit
Diam. Hole Size flange hole Number Number Size Radial Wt.

Width diam. to Load
short long clear sq. Rating
shank shank shank

in. in. in. in. in. in. in. in. in. in. in. in. in. in. in. lbs. lbs
mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm N kg

RAT 1⁄2 2 5⁄16 3 3⁄16 9⁄16 2 1⁄2 9⁄32 1 15⁄16 0.150 15⁄16 7⁄32 1 1⁄8 1⁄4 0.006 0.1 13⁄32 RA008RRB S1008K 40MST 600 0.47
RAT 5⁄8 58.7 81 14.2 63.5 7.1 49.2 3.81 23.8 5.6 28.6 6.4 0.15 2.54 10.3 RA010RRB S1010K 2650 0.213
RAT 17 RAE17RRB SE17K

RAT 3⁄4 2 5⁄8 3 9⁄16
5⁄8 2 13⁄16

11⁄32 2 3⁄16 0.166 63⁄64
1⁄4 1 5⁄16

5⁄16 0.021 0.115 1⁄2 RA012RRB S1012K 47MST 700 0.66
RAT 20 66.7 90.5 15.8 71.4 8.7 55.6 4.22 25 6.4 33.3 7.9 0.53 2.92 12.7 RAE20RRB SE20K 3100 0.299

RAT 7⁄8 RA014RRB S1014K
RAT 15⁄16 2 51⁄64 3 3⁄4 11⁄16 3 11⁄32 2 3⁄8 0.166 63⁄64

9⁄32 1 1⁄2 5⁄16 0.021 0.115 1⁄2 RA015RRB S1015K 52MST 800 0.73
RAT 1 71 95.2 17.4 76.2 8.7 60.3 4.22 25 7.1 38.1 7.9 0.53 2.92 12.7 RA100RRB S1100K 3550 0.331
RAT 25 RAE25RRB SE25K

RAT 1 1⁄16 RA101RRB S1103K
RAT 1 1⁄8 3 5⁄16 4 7⁄16

11⁄16 3 9⁄16
13⁄32 2 13⁄16 0.208 1 9⁄64

17⁄64 1 3⁄4 3⁄8 0.011 0.104 19⁄32 RA102RRB S1102K 62MST 1100 1.17
RAT 1 3⁄16 84.1 112.7 17.4 90.5 10.3 71.4 5.28 29 6.7 44.5 9.5 0.28 2.64 15.1 RA103RRB S1103K 4900 0.531
RAT 1 1⁄4S RA103RRB2 S1103K3
RAT 30 RAE30RRB SE30K

RAT 1 1⁄4 RA104RRB S1104K
RAT 1 5⁄16 3 11⁄16 4 15⁄16 7⁄8 3 15⁄16 13⁄32 3 3⁄16 0.208 1 17⁄64 17⁄64 2 1⁄8 3⁄8 0.011 0.104 19⁄32 RA105RRB S1105K 72MST 1400 1.05
RAT 1 3⁄8 93.7 125.4 22.2 100 10.3 81 5.28 32.1 6.7 54 9.5 0.28 2.64 15.1 RA106RRB S1106K 6220 0.476
RAT 1 7⁄16 RA107RRB S1107K
RAT 35 RAE35RRB SE35K

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RRT 1"Flangette

RAT, RRT Two Bolt
Flangette Units
The Fafnir two bolt zinc plated Flangette units are designed for
installations where the standard three bolt flangettes cannot be used
because of space limitations.

Like the standard three-bolt Flangette, they are available with the
RA-RRB extended inner ring ball bearings (RAT) and the KRRB wide
inner ring ball bearings (RRT) with self locking collars.

All units are non-relubricatable.

Recommended shaft tolerances: 1/2"-1 15/16", nominal to -.0005", -.013mm;

2"- 2 3/16", nominal to -.0010", -.025mm.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

RAT RA...RRB Page 156

RRT  ...KRRB Page 153
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RAT Series RRT Series

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RAT 1" Flangette
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Unit Shaft H 3 H A J N H 2 A1 E K d1 H1 L1 Bolt P N 2 Bearing Collar Stamping Unit
Diam. Hole Size flange hole Number Number Size Radial Wt.

Width diam. to Load
short long clear sq. Rating
shank shank shank

in. in. in. in. in. in. in. in. in. in. in. in. in. in. in. in. in. lbs. lbs
mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm N kg

RRTR 3⁄4 3 3 9⁄16 5⁄8 2 13⁄16 11⁄32 2 3⁄16 0.166 1 1⁄8 19⁄32 1 5⁄16 1 5⁄16 1 1⁄16 5⁄16 0.006 0.1 1⁄2 1012KRRB S1012K 47MSTR 700 0.69
RRTR 20 76.2 90.5 15.8 71.4 8.7 55.6 4.22 28.6 15.1 33.3 33.3 27 7.9 0.15 2.54 12.7 E20KRRB SE20K 3100 0.313

RRTR 7⁄8 1014KRRB S1014K
RRTR 15⁄16 3 1⁄8 3 3⁄4 11⁄16 3 11⁄32 2 3⁄8 0.166 1 1⁄8 19⁄32 1 1⁄2 1 3⁄8 1 3⁄32 5⁄16 0.021 0.115 1⁄2 1015KRRB S1015K 52MSTR 800 0.78
RRTR 1 79.4 95.2 17.4 76.2 8.7 60.3 4.22 28.6 15.1 38.1 34.9 27.8 7.9 0.53 2.92 12.7 1100KRRB S1100K 3550 0.354
RRTR 25 E25KRRB SE25K

RRTR 1 1⁄16 1101KRRB S1103K
RRTR 1 1⁄8 3 11⁄16 4 7⁄16 11⁄16 3 9⁄16 13⁄32 2 13⁄16 0.208 1 9⁄32 5⁄8 1 3⁄4 1 1⁄2 1 3⁄8 0.011 0.104 19⁄32 1102KRRB S1102K 62MSTR 1100 1.16
RRTR 1 3⁄16 93.7 112.7 17.4 90.5 10.3 71.4 5.28 32.5 15.9 44.5 38.1 25.4 9.5 0.28 2.64 15.1 1103KRRB S1103K 4900 0.526
RRTR 1 1⁄4S 1103KRRB3 S1103K3
RRTR 30 E30KRRB SE30K

RRTR 1 1⁄4 1104KRRB S1104K
RRTR 1 5⁄16 4 5⁄32 5 3⁄4 3 15⁄16 13⁄32 3 3⁄16 0.208 1 3⁄8 41⁄64 2 1⁄8 1 3⁄4 1 17⁄64 3⁄8 0.011 0.104 19⁄32 1105KRRB S1105K 72MSTR 1400 1.55
RRTR 1 3⁄8 105.6 127 19 100 10.3 81 5.28 34.9 16.3 54 44.4 32.1 9.5 0.28 2.64 15.1 1106KRRB S1106K 6300 0.703
RRTR 1 7⁄16 1107KRRB S1107
RRTR 35 E35KRRB SE35K

Unit   Shaft H 3 H A J N H 2 A1 E K d1 H1 L1 Bolt q N 2 Bearing Collar Stamping Unit
   Diam. Hole Size flange hole Number Number Size Radial Wt.

Width diam. to Load
short long clear sq. Rating
shank shank shank

in. in. in. in. in. in. in. in. in. in. in. in. in. in. in. in. in. lbs. lbs
mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm N kg

RATR 3⁄4 3 3 9⁄16 5⁄8 2 13⁄16 11⁄32 2 3⁄16 0.166 63⁄64 1⁄4 1 5⁄16 1 5⁄16 1 1⁄16 5⁄16 0.006 0.1 1⁄2 RA012RRB S1012K 47MSTR 700 0.69
RATR 20 76.2 90.5 15.8 71.4 8.7 55.6 4.22 25 6.4 33.3 33.3 27 7.9 0.15 2.54 12.7 RAE20RRB SE20K 3100 0.313

RATR 7⁄8 RA014RRB S1014K
RATR 15⁄16 3 1⁄8 3 3⁄4 11⁄16 3 11⁄32 2 3⁄8 0.166 63⁄64 9⁄32 1 1⁄2 1 3⁄8 1 3⁄32 5⁄16 0.021 0.115 1⁄2 RA015RRB S1015K 52MSTR 800 0.78
RATR 1 79.4 95.2 17.4 76.2 8.7 60.3 4.22 25 7.1 38.1 34.9 27.8 7.9 0.53 2.92 12.7 RA100RRB S1100K 3550 0.354
RATR 25 RAE25RRB SE25K

RATR 1 1⁄16 RA101RRB S1103K
RATR 1 1⁄8 3 11⁄16 4 7⁄16 11⁄16 3 9⁄16 13⁄32 2 13⁄16 0.208 1 9⁄64 17⁄64 1 3⁄4 1 1⁄2 1 3⁄8 0.011 0.104 19⁄32 RA102RRB S1102K 62MSTR 1100 1.16
RATR 1 3⁄16 93.7 112.7 17.4 90.5 10.3 71.4 5.28 29 6.7 44.5 38.1 25.4 9.5 0.28 2.64 15.1 RA103RRB S1103K 4900 0.526
RATR 1 1⁄4S RA103RRB2 S1103K3
RATR 30 RAE30RRB SE30K

RATR 1 1⁄4 RA104RRB S1104K
RATR 1 5⁄16 4 5⁄32 5 3⁄4 3 15⁄16 13⁄32 3 3⁄16 0.208 1 17⁄64 17⁄64 2 1⁄8 1 3⁄4 1 17⁄64 3⁄8 0.011 0.104 19⁄32 RA105RRB S1105K 72MSTR 1400 1.55
RATR 1 3⁄8 105.6 127 19 100 10.3 81 5.28 32.1 6.7 54 44.4 32.1 9.5 0.28 2.64 15.1 RA106RRB S1106K 6300 0.703
RATR 1 7⁄16 RA107RRB S1107K
RATR 35 RAE35RRB SE35K

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RRTR 1" Flangette

RATR, RRTR Triangle
Flangette Units
These zinc plated Flangette stampings are the same as the standard
47MS, 52MS, 62MS and 72MS except that the stamping is triangular
instead of round. They are used where space is a factor or where it is
necessary to cut off one or more sides of the standard Flangette
stamping.

The same type of wide inner ring ball bearings, RA-RRB and KRRB,
may be used with these stampings as with other types of Flangettes.All
units are non-relubricatable.

Recommended shaft tolerances: 1/2"-1 15/16", nominal to -.0005", -.013mm;

2"- 2 3/16", nominal to -.0010", -.025mm.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

RATR RA...RRB Page 156

RRTR ...KRRB Page 153
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TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RATR 1" Flangette
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Relubricatable Flangette Units
The relubricatable flangette series is a supplement to the standard non-
relubricatable type. These zinc plated Flangettes were designed to meet
the need for relubrication in specific applications where excessive
moisture and severe contamination are present.

Like the standard variety, the relubricatable Flangette provides a low-
cost, easily installed ball bearing power transmission unit for light-duty,
slow-speed applications. Relubricatable flangettes are dimensionally
interchangeable with the non-relubricatable types. Load ratings are also
the same.

The relubricatable units incorporate G-KRRB wide inner ring ball
bearings and GRA-RRB extended inner ring ball bearings with positive
contact land-riding seals and self-locking collars. Two separate
stampings are required to make a complete relubricatable flangette.

Stamping A contains the boss for the grease fitting and a grease
groove which allows the grease to enter the holes in the outer ring of the
bearing. Stamping B contains a similar groove for the same purpose.
With the grease groove in either stamping the bearing can be reversed
in the housing and still be relubricated.

Recommended shaft tolerances: 1/2"-1 15/16", nominal to -.0005", -.013mm;
2"- 2 3/16", nominal to -.0010",  -.025mm.

Bearing Data

Unit Bearing Number Dimensions and Load Ratings

GRA GRA...RRB Page 157

GRR G...KRRB Page 154

TO ORDER, SPECIFY BEARING SERIES AND SHAFT DIAMETER. Example: GRA1" or GRR 1" Flangette

(1)
 Thrust ratings for stampings are 50% of radial ratings.

(2)
 Four bolt holes.
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Stampings Shaft H A J N H 2 A1 E E1 K K1 d1 P N2 Bearing Number  Collar Stamping
Diam. Hole flange hole Number Radial

Width diam. to Load
short long clear sq. Rating

(1)

shank shank shank

in. in. in. in. in. in. in. in. in. in. in. in. in. in. in. lbs.
mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm (GRA) (GRR) N

113⁄16 GRA013RRB G1013KRRB S1013K
G52MSA 7⁄8 3 3⁄4 11⁄16 3 11⁄32 2 3⁄8 0.166 1 1 9⁄64 17⁄64 17⁄32 1 1⁄2 0.021 0.115 1⁄2 GRA014RRB G1014KRRB S1014K 800

& 15⁄16 95.2 17.4 76.2 8.7 60.3 4.22 25.4 29 6.7 13.5 38.1 0.53 2.92 12.7 GRA015RRB G1015KRRB S1015K 3550
G52MSB 1 GRA100RRB G1100KRRB S1100K

25 GRAE25RRB GE25KRRB SE25K

1 1⁄16 GRA101RRB G1101KRRB S1103K
G62MSA 1 1⁄8 4 7⁄16 3⁄4 3 9⁄16 13⁄32 2 13⁄16 0.208 1 5⁄32 1 19⁄64 17⁄64 39⁄64 1 47⁄64 0.011 0.104 19⁄32 GRA102RRB G1102KRRB S1102K 1100

& 1 3⁄16 112.7 19.05 90.5 10.3 71.4 5.28 29.4 32.9 6.7 15.5 44.1 0.28 2.64 15.1 GRA103RRB G1103KRRB S1103K 4900
G62MSB 1 1⁄4S GRA103RRB2 G1103KRRB2 S1103K3

30 GRAE30RRB GE30KRRB SE30K

1 1⁄4 GRA104RRB G1104KRRB S1104K
G72MSA 1 5⁄16 4 13⁄16 7⁄8 3 15⁄16 13⁄32 3 3⁄16 0.268 1 19⁄64 1 13⁄32 5⁄16 39⁄64 2 1⁄8 0.011 0.104 19⁄32 GRA105RRB G1105KRRB S1105K 1400

& 1 3⁄8 122.2 22.2 100 10.3 81 6.8 32.9 35.7 7.9 15.5 54 0.28 2.64 15.1 GRA106RRB G1106KRRB S1106K 6220
G72MSB 1 7⁄16 GRA107RRB G1107KRRB S1107K

35 GRAE35RRB GE35KRRB SE35K

G80MSA
(2)

1 1⁄2 5 13⁄16 1 1⁄4 4 11⁄16 17⁄32 3 9⁄16 0.298 1 7⁄16 1 17⁄32 31⁄64 45⁄64 2 3⁄8 0.013 0.107 49⁄64 GRA108RRB G1108KRRB S1108KT 1700
& 1 9⁄16 147.6 31.8 119.1 13.5 90.4 7.56 36.5 38.9 12.3 17.9 60.3 0.33 2.72 19.4 GRA109RRB G1109KRRB S1109KT 7500

G80MSB
(2)

40 GRAE40RRB GE40KRRB SE40K

G85MSA
(2)

1 5⁄8 GRA110RRB G1110KRRB S1110K
& 1 11⁄16 5 7⁄8 1 1⁄4 4 3⁄4 17⁄32 3 13⁄16 0.298 1 7⁄16 1 17⁄32 15⁄32 45⁄64 2 1⁄2 0.013 0.107 49⁄64 GRA111RRB G1111KRRB S1111K 1700

G85MSB
(2)

1 3⁄4 149.2 31.8 120.6 13.5 96.8 7.56 36.5 38.9 11.9 17.9 63.5 0.33 2.72 19.4 GRA112RRB G1112KRRB S1112K 7500
45 GRAE45RRB GE45KRRB SE45K

G90MSA
(2)

1 13⁄16 GRA113RRB G1113KRRB S1113K
& 1 7⁄8 6 1⁄8 1 5 17⁄32 4 0.328 1 29⁄64 1 43⁄64 21⁄64 13⁄16 2 3⁄4 0 0.077 49⁄64 GRA114RRB G1114KRRB S1114K 1900

G90MSB
(2)

1 15⁄16 155.6 25.4 127 13.5 101.6 8.34 36.9 42.5 8.3 20.6 69.8 0 1.96 19.4 GRA115RRB G1115KRRB S1115K 8500
50 GRAE50RRB GE50KRRB SE50K

2 GRA200RRB G1200KRRB S1200K
G100MSA 2 1⁄16 6 9⁄16 1 1⁄4 5 7⁄16 17⁄32 4 7⁄16 0.328 1 19⁄32 1 7⁄8 15⁄32 15⁄16 3 0 0.077 49⁄64 GRA201RRB G1201KRRB S1201K 2300

& 2 1⁄8 166.7 31.8 138.1 13.5 112.7 8.34 40.5 47.6 11.9 23.8 76.2 0 1.96 19.4 GRA202RRB G1202KRRB S1202K 10200
G100MSB 2 3⁄16 GRA203RRB G1203KRRB S1203K

55 GRAE55RRB GE55KRRB SE55K

K1
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Rubber Flange Cartridges
RBGF Type
Fafnir super quiet, synthetic rubber flange cartridges are specifically
designed for domestic heating, air conditioning and ventilating
equipment as well as for many other applications where low cost,
light duty, and noiseless operation are essential. Fafnir extended
inner ring ball bearings with self-locking collar, one shield and initial
supply of long-life grease are assembled in one-piece, relubricatable
cartridges made of high grade, durable molded synthetic rubber.

Recommended shaft tolerances: nominal to -.0005".  -.013mm .
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Special one ounce tubes of grease are available for relubrication. To order, specify: RBG 1
grease tube.

Unit
(2)

Shaft L J A E E 1 d1 Bolt Bearing Collar Housing Unit
Diam. Hole Diam. Number Number Radial Load Wt.

Rating (1)

in. in. in. in. in. in. in. in. lbs lbs
mm mm mm mm mm mm mm  N kg

RBGF 3⁄4 3 1⁄8 2 1 7⁄32 1 9⁄16
11⁄32 1 5⁄16

23⁄64 RB012 RS012 50 2
79.4 50.8 31 39.7 8.7 33.3 — 220 0.908

RBGF 15⁄16 3 3⁄8 2 1⁄4 1 7⁄16 1 23⁄32 9⁄32 1 1⁄2 31⁄64 RB015 S1015K 60 2.5
RBGF 1 85.7 57.2 36.5 43.7 7.1 38.1 — RB100 S1100K 264 1.135

RBGF 1 3⁄16 3 3⁄4 2 1⁄2 1 17⁄32 1 7⁄8 11⁄32 1 13⁄16 31⁄64 RB103 RS103 90 3.4
95.3 63.5 38.9 47.6 8.7 46 — 396 1.544

(1)
 Steady loads only. Thrust load is 1/3 radial load rating. Maximum recommended speed — 2400 RPM.

Note:  All rubber flange cartridges are packed in pairs, one unit of each pair is provided with a wire
spring in the base for grounding any static electricity which may be generated.

RUBBER CARTRIDGES  

TO ORDER, SPECIFY UNIT AND SHAFT DIAMETER. Example: RBGF 3⁄4".  POPULAR SIZES ARE IN BOLD.
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EXISTING
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BEARING
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TYPE

VT
( Two Bolt )

VTR
( Triangular )

VSQ
( Square )

VBS
( Base/Stamp )

VRD
( Round )

Pressed Steel Housed Unit Designs
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