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As one the fastest growing and highly specialised brands in the specialist bearing market, Unasis bearings is gaining momentum as 

- rt. 

Unasis sets the standard for high-quality bearings no matter what the application requirement is. Unasis bridges the gap in the market 

for low volume bespoke bearing production providing top quality solutions on small volume orders. 

Unasis aim to provide complete bearing solutions not just standard bearing products. Buying a Unasis bearing gives you the confi-

dence that you have the backup of a worldwide support network from a professional team with many years of experience in the indus-

try. Unasis International are dedicated to offering the best possible to solution to your bearing requirement.  

Building on a solid foundation of specialised bearing engineering in extreme environments Unasis High Temperature bearings have 

been developed to offer a cost efficient yet effective solution to high temperature applications.  

Unasis offer an adaptable product range that allows you to pick the most appropriate solution to suit your needs.  

Typical industries where Unasis high temperature bearings might be used include: 

  Metal Industry  

Rolls in casters 

Cooling beds 

Roll out tables 

Guide rolls 

Reheating furnace rolls 

 

Industrial ovens 

Kiln truck wheels  

Hardening and annealing ovens 

 

Food and Beverage Industry 

Ovens 

Conveyor lines 

Sterilization equipment 

 

Paper Industry  

Paper converting lines 

Packaging  

 

Glass Manufacturing 

Conveyor Lines 

Cooling beds 
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All Sealed bearings are supplied lubricated for 

the life of the bearing 

The addition of seals or shields adds greater 

protection against the possibility of contaminants 

entering the bearing. This protection should 

prolong the bearing life and therefore reduce 

replacement costs and breakdowns. 

 

All Unasis high temperature bearings 

are supplied with metal ribbon cages 

as standard. This cage type is better 

suited to vibration and oscillating loads 

as well as having the ability to cope 

with the elevated temperatures. 

 

Lubricants have been carefully selected 

to suit each temperature range giving 

optimal performance. High temperature 

applications usually affect lubricants ad-

versely causing the grease to dissipate, 

evaporate or carbonize. The greases 

selected for Unasis High Temperature 

bearings will not be affected in the same 

way. 

 

Each Unasis high temperature bear-

ing has an increased radial internal 

clearance adapted specifically to 

accommodate the bearing operating 

temperature range. 

 

Despite the high level of precision and detailed 

specification, the Unasis High temperature 

bearings offer customers an economic option 

whilst maintaining a high level and reliable 

product. 

 

The higher temperature bearing in the 

Unasis range are supplied with a 

Manganese Phosphate coating in 

order enhance corrosion resistance.  
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HT150 
Constructed from AISI 51200 steel and manufactured with an increased 

radial internal clearance to cope with thermal expansion the UNASIS 

HT150 series is well suited to many of your applications up to 150°C. 

 

The HT150 bearings are lubricated with high temperature grease capable 

of temperatures between -29°C and 170°C. The HT150 bearings are  

sealed with vulcanised rubber seals that can withstand up to 150°C. 

The HT150 high temperature bearings are commonly used in applications 

such as roller chains, industrial fans, farm machinery and many more. 

 

All UNASIS HT150 series bearings are supplied sealed and available in a 

range of sizes. 

Bearings are available bulk packed or individually boxed for resale. 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6000.2RSHT150 10 26 8 20 10000 2.0 

6001.2RSHT150 12 28 8 25 10000 2.4 

6002.2RSHT150 15 32 9 30 10000 2.9 

6003.2RSHT150 17 35 10 40 9000 3.3 

6004.2RSHT150 20 42 12 69 8000 5.1 

6005.2RSHT150 25 47 12 80 7000 5.8 

6006.2RSHT150 30 55 13 120 6000 7.9 

6007.2RSHT150 35 62 14 160 5000 10.3 

6008.2RSHT150 40 68 15 190 4500 11.7 

6009.2RSHT150 45 75 16 250 4000 14.1 

6010.2RSHT150 50 80 16 260 3500 15.4 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6200.2RSHT150 10 30 9 30 10000 2.6 

6201.2RSHT150 12 32 10 37 10000 3.1 

6202.2RSHT150 15 35 11 45 10000 3.8 

6203.2RSHT150 17 40 12 65 9000 4.8 

6204.2RSHT150 20 47 14 110 8000 6.6 

6205.2RSHT150 25 52 15 130 7000 7.9 

6206.2RSHT150 30 62 16 200 6000 11.1 

6207.2RSHT150 35 72 17 290 5000 15.1 

6208.2RSHT150 40 80 18 370 4000 17.8 

6209.2RSHT150 45 85 19 410 3500 20.1 

6210.2RSHT150 50 90 20 460 3500 15.6 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) 
d D W 

6300.2RSHT150 10 35 11 52 10000 3.5 

6301.2RSHT150 12 37 12 60 9500 4.2 

6302.2RSHT150 15 42 13 80 9000 5.5 

6303.2RSHT150 17 47 14 120 8000 6.6 

6304.2RSHT150 20 52 15 140 7000 8.6 

6305.2RSHT150 25 62 17 225 6000 11.3 

6306.2RSHT150 30 72 19 350 5000 16.1 

6307.2RSHT150 35 80 21 450 4000 18.8 

6308.2RSHT150 40 90 23 620 3500 24.7 

6309.2RSHT150 45 100 25 830 3000 31.6 

6310.2RSHT150 50 110 27 1050 2500 37.5 
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HT200 
The UNASIS HT200 high temperature bearings have an increased temperature capability 

without a significant reduction in speed and load capability over the 150°C range.  

The HT200 high temperature bearings are lubricated with a high temperature grease ca-

pable of between -25°C and 200°C. The HT200 series are supplied shielded in order to 

reduce risk of contamination. The HT200 series are prevalent through both the ceramic 

and steel industries. 

 

All HT200 series bearings are supplied shielded. 

 

Bearings are available bulk packed or individually boxed for resale. 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6000ZZHT200 10 26 8 20 6000 1.78 

6001ZZHT200 12 28 8 25 5800 2.13 

6002ZZHT200 15 32 9 30 5600 2.53 

6003ZZHT200 17 35 10 40 5400 2.94 

6004ZZHT200 20 42 12 69 5200 4.56 

6005ZZHT200 25 47 12 80 4800 5.14 

6006ZZHT200 30 55 13 120 4400 7.11 

6007ZZHT200 35 62 14 160 4000 9.19 

6008ZZHT200 40 68 15 190 3600 10.47 

6009ZZHT200 45 75 16 250 3200 12.64 

6010ZZHT200 50 80 16 260 2800 13.83 

6011ZZHT200 55 90 18 390 2400 18.77 

6012ZZHT200 60 95 18 420 2000 20.54 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6200ZZHT200 10 30 9 30 5800 2.33 

6201ZZHT200 12 32 10 37 5600 2.84 

6202ZZHT200 15 35 11 45 5400 3.35 

6203ZZHT200 17 40 12 65 5200 4.26 

6204ZZHT200 20 47 14 110 4800 5.98 

6205ZZHT200 25 52 15 130 4400 7.11 

6206ZZHT200 30 62 16 200 4000 9.88 

6207ZZHT200 35 72 17 290 3600 13.53 

6208ZZHT200 40 80 18 370 3200 16 

6209ZZHT200 45 85 19 410 2800 18.07 

6210ZZHT200 50 90 20 460 2400 21.33 

6211ZZHT200 55 100 21 610 2000 25.78 

6212ZZHT200 60 110 22 780 1800 32 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6300ZZHT200 10 35 11 52 5600 3.14 

6301ZZHT200 12 37 12 60 5400 3.75 

6302ZZHT200 15 42 13 80 5200 4.87 

6303ZZHT200 17 47 14 120 4800 5.88 

6304ZZHT200 20 52 15 140 4400 6.39 

6305ZZHT200 25 62 17 225 4000 10.07 

6306ZZHT200 30 72 19 350 3600 14.42 

6307ZZHT200 35 80 21 450 3200 16.89 

6308ZZHT200 40 90 23 620 2800 22.22 

6309ZZHT200 45 100 25 830 2400 28.45 

6310ZZHT200 50 110 27 1050 2000 33.78 

6311ZZHT200 55 120 29 1350 1800 42.17 

6312ZZHT200 60 130 31 1700 1600 46.22 
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HT250 
UNASIS recently introduced the HT250 series to fill the gap between the existing 

150°C and 270°C ranges. The HT250 series offers a bearing with higher tempera-

ture capabilities but with protection from contamination by a full contact rubber seal. 

The strong advantage is that you have a high temperature bearing without sacrific-

ing on speed rating of the lower temperature HT200 range. 

 

The UNASIS HT250 high temperature bearings are lubricated with grease suitable 

in applications with temperatures ranging between -20°C and 265°C.  

 

HT250 bearings are supplied sealed in order to protect against ingress of even the 

smallest of contaminates. The HT250 range has been used with great success in 

the textile industries as well as vastly used in heating pumps. 

 

All HT250 series bearings are supplied sealed with vulcanised rubber seals. 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6000.2RSHT250 10 26 8 22 6000 1.78 

6001.2RSHT250 12 28 8 27 5800 2.13 

6002.2RSHT250 15 32 9 32 5600 2.53 

6003.2RSHT250 17 35 10 43 5400 2.94 

6004.2RSHT250 20 42 12 71 5200 5.46 

6005.2RSHT250 25 47 12 83 4800 5.16 

6006.2RSHT250 30 55 13 125 4400 7.11 

6007.2RSHT250 35 62 14 165 4000 9.19 

6008.2RSHT250 40 68 15 195 3600 10.47 

6009.2RSHT250 45 75 16 255 3200 12.64 

6010.2RSHT250 50 80 16 265 2800 13.83 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6200.2RSHT250 10 30 9 32 5800 2.33 

6201.2RSHT250 12 32 10 37 5600 2.84 

6202.2RSHT250 15 35 11 45 5400 3.35 

6203.2RSHT250 17 40 12 65 5200 4.26 

6204.2RSHT250 20 47 14 110 4800 5.98 

6205.2RSHT250 25 52 15 132 4400 7.11 

6206.2RSHT250 30 62 16 200 4000 9.88 

6207.2RSHT250 35 72 17 290 3600 13.53 

6208.2RSHT250 40 80 18 370 3200 16.00 

6209.2RSHT250 45 85 19 410 2800 18.07 

6210.2RSHT250 50 90 20 460 2400 21.33 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) 
d D W 

6300.2RSHT250 10 35 11 52 5600 3.14 

6301.2RSHT250 12 37 12 60 5400 3.75 

6302.2RSHT250 15 42 13 80 5200 4.87 

6303.2RSHT250 17 47 14 120 4800 5.88 

6304.2RSHT250 20 52 15 140 4400 6.39 

6305.2RSHT250 25 62 17 225 4000 10.07 

6306.2RSHT250 30 72 19 350 3600 14.42 

6307.2RSHT250 35 80 21 450 3200 16.89 

6308.2RSHT250 40 90 23 620 2800 22.22 

6309.2RSHT250 45 100 25 830 2400 28.45 

6310.2RSHT250 50 110 27 1050 2200 33.78 
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HT270 
The UNASIS HT270 bearings offer a high temperature solution for applications 

operating in environments of up to 270°C.  

With a special combination of surface coatings, specifically increased internal 

clearance and filled with grease able to run at temperatures between -30°C and 

270°C. The HT270 high temperature bearing is more than capable of handling 

the increased demands of many of its applications. 

 

The HT270 series is supplied open without seals or shields. It is recommended  

for applications with low contamination or particulate levels. In addition frequent 

maintenance is advised for re-lubrication. 

Bearings are available as bulk packed or image boxed for resale. 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6000HT270 10 26 8 20 2300 1.14 

6001HT270 12 28 8 25 2090 1.37 

6002HT270 15 32 9 30 1930 1.65 

6003HT270 17 35 10 40 1790 1.88 

6004HT270 20 42 12 69 1620 2.89 

6005HT270 25 47 12 80 1375 3.38 

6006HT270 30 55 13 120 1060 4.62 

6007HT270 35 62 14 160 895 6.01 

6008HT270 40 68 15 190 820 6.80 

6009HT270 45 75 16 250 730 8.27 

6010HT270 50 80 16 260 690 9.02 

6011HT270 55 90 18 390 615 12.26 

6012HT270 60 95 18 420 570 13.43 

6013HT270 65 100 18 440 510 14.45 

6014HT270 70 110 20 600 495 18.21 

6015HT270 75 115 20 640 460 19.65 

6016HT270 80 125 22 850 410 22.10 

6017HT270 85 130 22 890 395 23.70 

6018HT270 90 140 24 1150 375 27.60 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6200HT270 10 30 9 30 2100 1.50 

6201HT270 12 32 10 37 1950 1.79 

6202HT270 15 35 11 45 1650 2.17 

6203HT270 17 40 12 65 1460 2.75 

6204HT270 20 47 14 110 1225 3.79 

6205HT270 25 52 15 130 1150 4.62 

6206HT270 30 62 16 200 895 6.48 

6207HT270 35 72 17 290 775 8.50 

6208HT270 40 80 18 370 695 10.40 

6209HT270 45 85 19 410 650 11.79 

6210HT270 50 90 20 460 615 13.86 

6211HT270 55 100 21 610 540 16.90 

6212HT270 60 110 22 780 485 20.81 

6213HT270 65 120 23 990 430 23.99 

6214HT270 70 125 24 1040 415 25.43 

6215HT270 75 130 25 1210 390 28.32 

6216HT270 80 140 26 1400 365 30.30 

6217HT270 85 150 28 1800 340 35.30 

6218HT270 90 160 30 2150 320 40.50 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6300HT270 10 35 11 52 1790 1.99 

6301HT270 12 37 12 60 1650 2.40 

6302HT270 15 42 13 80 1460 3.12 

6303HT270 17 47 14 120 1295 3.79 

6304HT270 20 52 15 140 1140 4.91 

6305HT270 25 62 17 225 895 6.59 

6306HT270 30 72 19 350 775 9.35 

6307HT270 35 80 21 450 695 10.98 

6308HT270 40 90 23 620 615 14.45 

6309HT270 45 100 25 830 545 18.5 

6310HT270 50 110 27 1050 495 21.25 

6311HT270 55 120 29 1350 440 27.46 

6312HT270 60 130 31 1700 415 30.06 

6313HT270 65 140 33 2100 375 34.68 

6314HT270 70 150 35 2500 360 39.10 

6315HT270 75 160 37 3000 335 44.20 

6316HT270 80 170 39 3600 325 47.70 

6317HT270 85 180 41 4250 310 53.20 

6318HT270 90 190 43 4900 290 59.60 
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HT330 
With the highest temperature capability of the UNASIS High Temperature 

range the HT330 series is specifically designed for applications that require 

extreme temperature capacity. 

 

With the trade mark combination of surface coatings, increased radial 

clearance to compensate for the large thermal expansion coupled with 

grease designed specifically for applications up 330°C the HT330 series is 

used in a host of high temperature industries. 

 

The HT330 series is supplied open. Re-lubrication and maintenance is an 

essential part to ensure continued operation. The HT330 series bearings 

are suggested for applications with low contamination environment. 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6000HT330 10 26 8 20 295 1.14 

6001HT330 12 28 8 25 275 1.37 

6002HT330 15 32 9 30 265 1.65 

6003HT330 17 35 10 40 250 1.88 

6004HT330 20 42 12 69 240 2.89 

6005HT330 25 47 12 80 180 3.38 

6006HT330 30 55 13 120 150 4.62 

6007HT330 35 62 14 160 125 6.01 

6008HT330 40 68 15 190 115 6.80 

6009HT330 45 75 16 250 100 8.27 

6010HT330 50 80 16 260 90 9.020 

6011HT330 55 90 18 390 85 12.26 

6012HT330 60 95 18 420 80 13.43 

6013HT330 65 100 18 440 70 14.45 

6014HT330 70 110 20 600 68 18.21 

6015HT330 75 115 20 640 63 19.65 

6016HT330 80 125 22 850 55 22.10 

6017HT330 85 130 22 890 55 23.70 

6018HT330 90 140 24 1150 55 27.60 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6200HT330 10 30 9 30 275 1.50 

6201HT330 12 32 10 37 265 1.79 

6202HT330 15 35 11 45 250 2.17 

6203HT330 17 40 12 65 220 2.75 

6204HT330 20 47 14 110 170 3.79 

6205HT330 25 52 15 130 160 4.62 

6206HT330 30 62 16 200 120 6.48 

6207HT330 35 72 17 290 110 8.50 

6208HT330 40 80 18 370 95 10.40 

6209HT330 45 85 19 410 90 11.79 

6210HT330 50 90 20 460 80 13.86 

6211HT330 55 100 21 610 70 16.90 

6212HT330 60 110 22 780 65 20.81 

6213HT330 65 120 23 990 60 23.99 

6214HT330 70 125 24 1040 55 25.43 

6215HT330 75 130 25 1210 55 28.32 

6216HT330 80 140 26 1400 50 30.30 

6217HT330 85 150 28 1800 50 35.30 

6218HT330 90 160 30 2150 50 40.50 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6300HT330 10 35 11 52 230 1.99 

6301HT330 12 37 12 60 220 2.40 

6302HT330 15 42 13 80 190 3.12 

6303HT330 17 47 14 120 175 3.79 

6304HT330 20 52 15 140 160 4.91 

6305HT330 25 62 17 225 150 6.59 

6306HT330 30 72 19 350 115 9.35 

6307HT330 35 80 21 450 90 10.98 

6308HT330 40 90 23 620 80 14.45 

6309HT330 45 100 25 830 75 18.5 

6310HT330 50 110 27 1050 65 21.25 

6311HT330 55 120 29 1350 60 27.46 

6312HT330 60 130 31 1700 55 30.06 

6313HT330 65 140 33 2100 50 34.68 

6314HT330 70 150 35 2500 45 39.10 

6315HT330 75 160 37 3000 45 44.20 

6316HT330 80 170 39 3600 45 47.70 

6317HT330 85 180 41 4250 45 53.20 

6318HT330 90 190 43 4900 45 59.60 
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ZZHT270  
The UNASIS ZZHT270 bearings offer a high temperature solution for appli-

cations operating in environments of up to 270°C.  

With a special combination of surface coatings, specifically increased inter-

nal clearance and filled with grease able to run at temperatures between -

30°C and 270°C. The ZZHT270 high temperature bearing is more than ca-

pable of handling the increased demands of many of its applications. 

 

The ZZHT270 series is supplied with 2 metal shields. It is recommended  

for applications with medium contamination or particulate levels. Bearings 

are lubricated for the life of the bearing. Re-lubrication is not possible.  

Bearings are available as bulk packed or image boxed for resale. 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6000ZZHT270 10 26 8 20 2300 1.14 

6001ZZHT270 12 28 8 25 2090 1.37 

6002ZZHT270 15 32 9 30 1930 1.65 

6003ZZHT270 17 35 10 40 1790 1.88 

6004ZZHT270 20 42 12 69 1620 2.89 

6005ZZHT270 25 47 12 80 1375 3.38 

6006ZZHT270 30 55 13 120 1060 4.62 

6007ZZHT270 35 62 14 160 895 6.01 

6008ZZHT270 40 68 15 190 820 6.80 

6009ZZHT270 45 75 16 250 730 8.27 

6010ZZHT270 50 80 16 260 690 9.02 

6011ZZHT270 55 90 18 390 615 12.26 

6012ZZHT270 60 95 18 420 570 13.43 

6013ZZHT270 65 100 18 440 510 14.45 

6014ZZHT270 70 110 20 600 495 18.21 

6015ZZHT270 75 115 20 640 460 19.65 

6016ZZHT270 80 125 22 850 410 22.10 

6017ZZHT270 85 130 22 890 395 23.70 

6018ZZHT270 90 140 24 1150 375 27.60 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6200ZZHT270 10 30 9 30 2100 1.50 

6201ZZHT270 12 32 10 37 1950 1.79 

6202ZZHT270 15 35 11 45 1650 2.17 

6203ZZHT270 17 40 12 65 1460 2.75 

6204ZZHT270 20 47 14 110 1225 3.79 

6205ZZHT270 25 52 15 130 1150 4.62 

6206ZZHT270 30 62 16 200 895 6.48 

6207ZZHT270 35 72 17 290 775 8.50 

6208ZZHT270 40 80 18 370 695 10.40 

6209ZZHT270 45 85 19 410 650 11.79 

6210ZZHT270 50 90 20 460 615 13.86 

6211ZZHT270 55 100 21 610 540 16.90 

6212ZZHT270 60 110 22 780 485 20.81 

6213ZZHT270 65 120 23 990 430 23.99 

6214ZZHT270 70 125 24 1040 415 25.43 

6215ZZHT270 75 130 25 1210 390 28.32 

6216ZZHT270 80 140 26 1400 365 30.30 

6217ZZHT270 85 150 28 1800 340 35.30 

6218ZZHT270 90 160 30 2150 320 40.50 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6300ZZHT270 10 35 11 52 1790 1.99 

6301ZZHT270 12 37 12 60 1650 2.40 

6302ZZHT270 15 42 13 80 1460 3.12 

6303ZZHT270 17 47 14 120 1295 3.79 

6304ZZHT270 20 52 15 140 1140 4.91 

6305ZZHT270 25 62 17 225 895 6.59 

6306ZZHT270 30 72 19 350 775 9.35 

6307ZZHT270 35 80 21 450 695 10.98 

6308ZZHT270 40 90 23 620 615 14.45 

6309ZZHT270 45 100 25 830 545 18.50 

6310ZZHT270 50 110 27 1050 495 21.25 

6311ZZHT270 55 120 29 1350 440 27.46 

6312ZZHT270 60 130 31 1700 415 30.06 

6313ZZHT270 65 140 33 2100 375 34.68 

6314ZZHT270 70 150 35 2500 360 39.10 

6315ZZHT270 75 160 37 3000 335 44.20 

6316ZZHT270 80 170 39 3600 325 47.70 

6317ZZHT270 85 180 41 4250 310 53.20 

6318ZZHT270 90 190 43 4900 290 59.60 
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ZZHT330 
With the highest temperature capability of the UNASIS High Temperature range and 

the addition of metal shields the ZZHT330 series is specifically designed for applica-

tions that require high temperature capability and where environmental contaminants 

are prevalent.  

 

With the trade mark combination of surface coatings, increased radial clearance to 

compensate for large thermal expansion and coupled with grease designed specifi-

cally for applications of up 330°C. The ZZHT330 series is often used in glass manu-

facturing, iron and steel manufacturing as well as brick manufacturing kiln carts.  

 

Although the ZZHT330 series is supplied shielded, it is still recommended that fre-

quent maintenance is carried out to ensure contaminants are removed from the area 

to prevent ingress into the bearing.  
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6000ZZHT330 10 26 8 20 295 1.14 

6001ZZHT330 12 28 8 25 275 1.37 

6002ZZHT330 15 32 9 30 265 1.65 

6003ZZHT330 17 35 10 40 250 1.88 

6004ZZHT330 20 42 12 69 240 2.89 

6005ZZHT330 25 47 12 80 180 3.38 

6006ZZHT330 30 55 13 120 150 4.62 

6007ZZHT330 35 62 14 160 125 6.01 

6008ZZHT330 40 68 15 190 115 6.80 

6009ZZHT330 45 75 16 250 100 8.27 

6010ZZHT330 50 80 16 260 90 9.020 

6011ZZHT330 55 90 18 390 85 12.26 

6012ZZHT330 60 95 18 420 80 13.43 

6013ZZHT330 65 100 18 440 70 14.45 

6014ZZHT330 70 110 20 600 68 18.21 

6015ZZHT330 75 115 20 640 63 19.65 

6016ZZHT330 80 125 22 850 55 22.10 

6017ZZHT330 85 130 22 890 55 23.70 

6018ZZHT330 90 140 24 1150 55 27.60 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6200ZZHT330 10 30 9 30 275 1.50 

6201ZZHT330 12 32 10 37 265 1.79 

6202ZZHT330 15 35 11 45 250 2.17 

6203ZZHT330 17 40 12 65 220 2.75 

6204ZZHT330 20 47 14 110 170 3.79 

6205ZZHT330 25 52 15 130 160 4.62 

6206ZZHT330 30 62 16 200 120 6.48 

6207ZZHT330 35 72 17 290 110 8.50 

6208ZZHT330 40 80 18 370 95 10.40 

6209ZZHT330 45 85 19 410 90 11.79 

6210ZZHT330 50 90 20 460 80 13.86 

6211ZZHT330 55 100 21 610 70 16.90 

6212ZZHT330 60 110 22 780 65 20.81 

6213ZZHT330 65 120 23 990 60 23.99 

6214ZZHT330 70 125 24 1040 55 25.43 

6215ZZHT330 75 130 25 1210 55 28.32 

6216ZZHT330 80 140 26 1400 50 30.30 

6217ZZHT330 85 150 28 1800 50 35.30 

6218ZZHT330 90 160 30 2150 50 40.50 
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Part Number 
Dimensions (mm) 

Weight (g) Speed (RPM) 
Static load 

(kN) d D W 

6300ZZHT330 10 35 11 52 230 1.99 

6301ZZHT330 12 37 12 60 220 2.40 

6302ZZHT330 15 42 13 80 190 3.12 

6303ZZHT330 17 47 14 120 175 3.79 

6304ZZHT330 20 52 15 140 160 4.91 

6305ZZHT330 25 62 17 225 150 6.59 

6306ZZHT330 30 72 19 350 115 9.35 

6307ZZHT330 35 80 21 450 90 10.98 

6308ZZHT330 40 90 23 620 80 14.45 

6309ZZHT330 45 100 25 830 75 18.50 

6310ZZHT330 50 110 27 1050 65 21.25 

6311ZZHT330 55 120 29 1350 60 27.46 

6312ZZHT330 60 130 31 1700 55 30.06 

6313ZZHT330 65 140 33 2100 50 34.68 

6314ZZHT330 70 150 35 2500 45 39.10 

6315ZZHT330 75 160 37 3000 45 44.20 

6316ZZHT330 80 170 39 3600 45 47.70 

6317ZZHT330 85 180 41 4250 45 53.20 

6318ZZHT330 90 190 43 4900 45 59.60 
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